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EXECUTIVE SUMMARY 

This treatability study work plan describes the steps necessary to demonstrate the effectiveness 

of the Colloid Polishing Filter Method (CPFM) technology in removing radionuclides and metals 

from ground water at Rocky Flats Plant (RFP). The objective of this treatability study is to evaluate 

the efficiency of the CPFM system in removing radionuclides and metals from the ground water 

stream stored in the operahle unit 4 (OU4) interim measurehterim remedial action (IM/IRA) storage 

tanks. This stream flows from the interceptor trench pump house (lTPH) sump which collects 

underground seepage around the solar evaporation ponds. 

This treatability study coincides with the U.S.  Environmental Protection Agency (EPA) Risk 

Reduction Engineering Laboratory (RREL) Superfund Innovative Technology Evaluation (SITE) 
program demonstration. The technology and its developer, Filter Flow Technology, Inc., (FM) are 

currently participating in the SITE program. Through this program, EPA RREL and the developer 

provide funds and resources to conduct a demonstration, or field treatability study, of tke technology. 

Department of Energy (DOE) and EG&G personnel have agreed to assist with this demonstration. 

EPA Region 8 and &he Colorado Department of Health (CDH) have also been involved and support 

the project. EPA RREL’s contractor. PRC Environmental Management, Inc. (PRC), is respccsible 

for completing all reports and deliverables and arranging the demonstration. 

The technology h a s  undergone several bench-scale and field treatability studies prior to this 

field demonstration. The bench-scale studies were conducted at RFP, Building 881, Laboratory 123. 

These studies show very favorable results with respect to uranium, gross alpha, plutonium, and 

americium removal efficiencies. T h e  demonstration will provide the opportunity to test the 

technology on a larger scale. 
. 

Results of the demonstration will be fully documented in a series of reports. €PA RREL will - 
publish two reports, the technology evaluation report and applications analysis report, within 1-year of 
completion of the demonstration. EG&G will produce a treatability study report also based on the 

results of the demonstration. 



I DRAFT 1 
1 .O INTRODUCTION 

The final Interagency Agreement (IAG) between the U.S. Environmental Protection Agency 

(EPA), Colorado Department of Health (CDH), and U.S. Department of Energy (DOE) required 

DOE to develop a treatability studies plan (TSP) to evaluate candidate remedial technologies for the 

general types of contamination encountered at the Rocky Flat Plant (RFP). The TSP presented 

treatment technologies applicable to remediation efforts at two or more operable units (OUs) (DOE, 
1991a). The treatability studies are designed to provide information to the individual OU feasibility 

studies/corrective measure studies (FSKMS). 

In conjunction with €PA Risk Reduction Engineering Laboratory (RREL), DOE has 

sponsored the Colloid Polishing Filter Method (CPFM) as one of the technologies to be tested under 

the TSP. This technology was selected for removal of metals and radionuclides in ground water. 

This work plan describes the project objectives, technology, process description, sampling and 

analysis procedures, quality assurance/quality control (QA/QC) procedures, and health m d  safety 

related issues. 

. .  

1.1 OBJECTIVES 

This demonstration will evaluate the effectiveness of the CPFM system as a pcrtential 

treatment alternative in reducing the volume, toxicity, or mobility of hazardous substances, pollutants, 

and contaminants from RTP ground water. Specific testing nhjectives appear in Section 2.4. 

1-1 RE:W7-2723\cpfm\trtstudy. wp\rcport.d1\8-7,6-92sn 



EPA annually sol kits proposals from technology developers to demonstrate innovative 

technologies through the SITE program. Filter Flow Technology, Inc. (FFT) of League City, Texas 

submitted a proposal under this program for its CPFM technology. This technology was one of 

several selected for demonstration. Through a cooperative effort between EPA RREL, [a division of 

the Office of Research and Development (ORD)], DOE Rocky Flats Office (RFO), CDH, and EPA 

Region 8, the CPFM technology will be demonstrated under the Superfund Innovative Technology 

Evaluation (SITE) program at RFP. The following sections describe the CPFM technology and RFP. 

2.1 BACKGROUND INFORMATION 

RFP is a key facility in the federal government’s nationwide nuclear weapons research. 

development, and production complex. It  supports the nuclear weapons program and other work 

related to national defense with unique proccssing capabilities for fabricating weapons components 
from plutonium. uranium, beryllium, and stainless steel. The plant also plays a key role in the 

decommissioning and maintenance of nuciear w;apcr,s m d  wou!d be instrumental in  the 

implementation of an! tuture arms reduction agreement (DOE. 199la). 

Construction of the RFP began i n  1Y51, and initial operations wcurred the following year. 

The plant was operatd at that time hy Dow Chemical U.S.A.,  a unit of the Dow Chemical Company, 

for the U . S .  Atomic Energy Commission. When the Energy Reorganization Act of 1974 dissolved 

the U.S. Atomic Energy Commission. federal government responsibility for the plant was assigned to 

the Energy Research and Development Adminisiration. 

On July l., 1975, Rockwell International assumed operation of the plant for the Energy 

Research and Development Administration. Two years later, the Energy Research and Development 

Administration was changed to the U . S .  Department of Energy, the federal agency currently 

responsible for the plant. EG&G Rocky Flats, Inc. (EG&G) took over the operating contract from 

Rockwell International on January I ,  1990. 

2-1 RE :017-171,3\cpfm\tr&study .wp\reporl.all\8+26-92sn 



I 

1 
I 

- m  

CALE: NOT TO SCALE 

I SITE CPFM DEMONSTRATION 
ROCKY FLATS PLANT - GOLDEN, COLORADO 

FIGURE 2-1 

SITE LOCATION MAP I ENVIRONMENTAL MANAGEME!!?.  INC. 



Placement of process waste material into the SEPs ceased in 1986 due to changes in RFP 
waste treatment operations. Ongoing activities at the SEPs include evaporation of the liquids 

currently held in the ponds, removal and solidification of pond sludge, and site monitoring and 

characterization activities. Ponds 207-A, B, and C continue to store intercepted seepage water 

collected by the interceptor trench system (ITS). Between October 1971 and April 1974, interceptor 

trenches 1 through 5-B were installed to prevent natural seepage and pond leakage from entering 

North Walnut Creek. This system has been replaced by the current ITS, which was installed in April 

1981 (DOE, 1991h), This ITS routes area ground water and seepage to the ITPH. 

The water collected in the ITPH is pumped to the RCRA OU4 interim measure/interim 

remedial action (IMIIRA) storage tanks. Three 500,000-gallon tanks were constructed on the hillside 

northwest of the ITPH sump. These tanks are designed for temporary storage of the ground water 

collected in the ITPH sump. One tankEalways full, a second tank is half  full, and the third tank is 

an emergency storage tank. Water is pumped from these storage tanks to the evaporation treatment 

system in RFP Building 910. This activity is permitted by CDH under RCRA. 

RFP is located in northern Iei i 'erm~ lomn:;. Coloradc;, approximately 16 miles northwest of 

downtown Denver (Figure 2-1). T h e  400-acre plant site is located within a restricted area of 

approximately 6,550 acres, which sewes as a huffer zone hetween the plant and surrounding 

communities. T h e  immediate area around RFP is primarily agricultural or undeveloped land. 

Population centers within 12 miles of the facility include the cities of Boulder, Broomfield, Golden, 

and Arvada. 

2.1.2 Climatology and Metmorolog! 

The area surrounding RFP has a semiarid climate characteristic of much of the central Rocky 

Mountain region, Approximately 40 percent of the 15-inch annual precipitation falls during the 

spring season, much of it as wet snow. Thunderstorms (June to August) account for 

an additional 30 percent of the annual precipitation. Autumn and winter are drier seasons, accounting 

for 19 and I I percent of the annual precipitation, respectively. Snowfall averages 85 inches per year, 



RFP materials were defined as hazardous substances, pollutants, and contaminants by the 

Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA) and as 

hazardous waste and hazardous constituents by the Resource Conservation and Recovery Act (RCR4). 

These materials have been used, produced, managed, and disposed at the plant since operations began 

in 1952. Some of these materials have been detected in air, water, or soil at and near the site. 

Throughout the plant’s history, plant operations have incorporated safety controls to protect 

workers, the public, and the environment. Nevertheless, some incidents occurred that resulted in on- 

site and off-site radioactive or hazardous material contamination. Also, like many industries, the 

plant historically used accepted methods of disposal, such as shallow-land burial of materials, that 

would not meet today’s standards. These areas are currently being remediated or are scheduled for 

remediation (DOE: 1991a). 

Some of the ground water beneath the RFP site has become mmtaminated with radionuclides 

and heavy metals. Area contamination and ground-water characteristics are discussed further in 

Section 2.3. Due to the nature of ground-water contamination and its compatibility with the CPFM 
treatment technology, EPA RREL and DOE agreed that RFP wodd provide a good site for this 

technology demonstration. A memorandum of  understanding (MOU), dated December 7, 1989, 

‘between DOE and EPA concerning cooperative raearch and development efforts for the remediation 

of hazardous waste, facilitates this mutually beneficial project. 

The CPFM technology demonstration will treat ground water collected in the interceptor 

trench pump house (ITPH) from the french drain constructed around the solar evaporation ponds 
(SEP). The SEPs, located in the central portion of RFP, are currently configured as a series of five 
waporation ponds. These ponds were initially placed into service from August 1956 to June 1960. 

They are identified as OU4. These ponds stored and treated liquid process wastes having less than 

100,OOO picocuries per liter @Ci/L) of total long-lived alpha activity (DOE, 1980). These process 

wastes also contained high concentrations of nitrates as well as treated acidic wastes containing 

aluminum hydroxide. The ponds are also known to have received other wastes, including sanitary 

sewer sludge, I ithiurn chloride, lithium metal, sodium nitrate, ferric chloride, sulfuric acid, 

ammonium persulfates, hydrochloric acid, nitric acid, hexavalent chromium, tritium, and cyanide 

solutions (Rockwell International, 1988). The SEPs have not received waste since 1986. 
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falling from October through May. 

Winds, although variable, are predominantly from the west-northwest, with stronger winds 

occurring during the winter. The area occasionally experiences Chinook winds with gusts over 100 

miles per hour. Temperatures at Rocky Flats are moderate. On the average, daily summer maximum 

temperatures range from 55 to 85 degrees Fahrenheit ( O F )  and winter minimum temperatures range 

from 10 to 25°F. Extremely warm or cold weather is usually of short duration (DOE, 1980). 

2.1.3 Geology and Hydrogeology 

The RFP is located directly upstream from Great Western Reservoir and Standley Lake, two 

reservoirs used for municipal water supplies. Walnut Creek and Woman Creek are the two 

itrterrnittent creeks that natslrally drain the area from the plrt?: site into Great Western Reservoir and 

Standley Lake, respectively (Figure 2-2). Walnut Creek drainage currently is diverted around Great 

Western Reservoir and discharged hack into the creek east of the reservoir. Additionally, Woman 

Creek drainage currently is intercepted hy a dam on the plant site and directed by pipeline into 

Walnut Creek upstream of the diversion around Great Western Reservoir. To the north of the SEPs, 

a french drain system prevents water seepage from the SEPs from entering Walnut Creek. The 

intercepted seepage water is collected and returned for storage in the SEPs. 

Ground-water flow occurs in  the Rocky Flats alluvium, which underlies a large portion of the 

plant at depths to 100 feet. The alluvium is a broad deposit consisting o f  a topsoil layer underlain by 

varying amounts of silt. clay. sand. and gravel. General water movement is from west to east toward 

the drainages and is generated from precipitation, snowmelt, and water losses from ditches, streams, 

and ponds. The regional aquifer, known as the Laramie-Fox Hills aquifer, lies 700 feet below the 

upper contact Laramie claystone formation with the Rocky Flats alluvium, The Laramie-Fox Hills 

aquifer ranges from 200 to 300 feet in  thickness. Due to the low hydraulic conductivity of the 

claystone, the U.S.  Geologic Survey (Hun. 1976) concluded that RFP operations would not have an 

impact on any units below the claystone unit of the Laramie formation. 
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2.2 TREATMENT GOALSIAFtARs 

On January 22, 1991, RFP, DOE, EPA Region 8, and CDH entered into an IAG for 

environmental restoration activities. Officially titled a federal facility agreement and compliance 
order, the IAG clarifies responsibilities and authorities of  these agencies, spells out procedures to be 

followed, and sets timelines for completion of various activities for cleanup of past contamination 

(Monitor, 1991). The CPFM technology demonstration qualifies as a treatability study under the 

IAG. 

The SEPs are listed as OU4 in the IAG. The SEPs were scheduled for RCRA closure 

operations beginning in 1992. Although wastes have not been disposed in the ponds since 1986, the 

wastes are currently regulated under RCRA not CERCLA. Since the SEPs are not a Superfund site, 

they are not suhject to federal jurisdiction under CERCLA. Thus, applicable permits and agency 

approvals for the field demonstration will be required. These include requirements under the IAG, 

National Ei~vironmental Policy Act (NEPA), and internal RFP guidelines. These requirements are 

summarized below. In additian to the regulations and guidelines, applicable or relevant and 

appropriate requirements (ARARs) have been ident i f id  for the demonstration at RFP and are 

summarized i n  Table 2-1 

Before treatahility studies can commence on the RFP site, DOE must submit a work plan for 

each activity to €PA Region 8 and CDH for review. The information contained in an IAG work plan 

is very similar to that in a SITE demonstration plan. A work plan based on information in this 
demonstration plan will he submitted to EPA Region 8 and CDH to fulfill the IAG requirements. 





NEPA requires that federal facilities document potential environmental impacts from all major 

federal actions at the site. These activities can be environmental restoration or industrial- and 

manufacturing-related activities. Depending on the project, a full-scale environmental 

impact statement (EIS), a smaller environmental assessment (EA) report, or a categorical exclusion 

(CX) justification is required. EGGiG NEPA personnel have decided that a CX will be sufficient for 

this demonstration. PRC. EG&G, and DOE will collaborate on the CPFM NEPA CX: however, 

DOE will take the lead. This document will he submitted to federal NEPA officials in Washington, 

DC for review and approval prior to initiating field activities. 

Internal RFF’ Gu idelines 

All field test activities must comply with standards and guidelines in place at RFP. These 

include: health and safety protoccrls; security precautions; the test condition matrix; design, 

construction. and operation of the CPFM process equipment; sampling and analysis procedures; 

decontamination protocols: and waste disposal requirements. EG&G and DOE engineering facilities 

branches have heen consult4 throughout development of the test plan. Their final approval will be 

necessary hefore demonstration activities can hegin. 

The treated effluent and filter cake must he tested prior to disposal. The effluent will be 

routed back to the IMlIRA tanks. The filler cake remaining after the demonstration is complete will 

he rested for hazardou.c waste and radiation characteristics and appropriately disposed of at an EPA- 

and DOE-approved facility. 

2.3 DESCRIPTION OF ,COhTAXllh’A!TP5 

Approximately four times a year, EG&G collects and analyzes samples o f  ground water at 

different RFP sites. The samples used to characterize the ITPH contamination were collected from 

surface water sampling stations 94 and 95. These sampling stations are located inside the ITF” sump 

rn the side wall and bottom of the ITPH. Since the IMlIRA tanks have not yet been completed, 

analysis of the water sampled directly from the tanks is not available. 
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Analytical data for samples previously collected from surface water sampling stations 94 and 

95 were provided in EG&G data sheets. Radionuclides included high concentrations of uranium-233, 

234, 235, and 238, and tritium; moderate concentrations of  radium-226 and 228; and lower 

concentrations of  plutonium-239, americium-241, strontium-90, and cesium-137. A list of  previously 

detected radionuclides in surface water sampling stations 94 and 95 appears in Table 2-2, The 

uranium concentration was generally high throughout the year, while the other radionuclide 

concentrations were highest in the spring. Also present in the surface water samples were metals. 

Table 2-3 lists the metals found at stations 94 and 95. The higher concentration metals consisted of 

mtimony, lithium, thallium, tin, and zinc. Organic compounds were also present in the surface water 

samples. Table 2-4 lists the organic compounds found in the water. It is important to note the low 

concentrations of organic compounds in these samples because high organic concentrations can 

potentially interfere with the CPFM treatment technology. Tables 2-2, 2-3, and 2-4 also list the 

various treatment standards which apply to each compound. The Colorado Water Quality Control 

Commission’s (CWQCC) treatment standards for radionuclides govern the effluent treatment levels 

for this demonstration. 

2.4 TREATABILITY STUDY OVERVIEW 

€PA, PRC, DOE. EG&G, and FFT met in EPA’s Cincinnati, Ohio offce on January 29. 

IC39 I to identify the objectives for the CPFM technology demonstration. Information concerning the 

process operating parameters and RFP groundwater characterization enabled a determination of 

preliminary project objectives. Through further discussion and supplemental technical information on 

the process. the ohjectives were negotiated, agreed upon. and finalized. The treatability and bench- 

scale studies refined the testing ohjectives. For this demonstration, two types of  project objectives 

were identified: primary and secondary. Primary ohjectives are considered critical for the 

technology evaluation. The secondary objectives would provide additional information that is useful 

but not critical. The primary objectives for this project are: 
- - - -  --.-I f ----.*-“I.-- .--.--*-_.*+- .I_- ---~ _._._ * _ _  _ _  ~ - _ _ _ _ - _  - __ _- 

To assess the technology’s ahility to remove radionuclides listed in Section 4.0. 

a To develop capital and operating costs for this technology that can be readily used in 
the Superfund decision-making process 
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CPFM TECHNOLOGY DEMON!XFUTION 
METALS DETECTED IN IT€" SAMPLES 

-AND CORRESPONDING TREATMENT STANDARDS 

Metal 

4luminum 

Arsenic 

Antimony 

Barium 

Beryllium 

Cadmium 

Chromium 

Cobalt 

Copper 
Cerium 

Calcium 

Lithium 

Magnesium 

Manganese 

Mercury 

Molybdenum 

F;lCkCl  

Pobssiurn 

.liner 

Selenium 

Sodium 

Strontium 

Thallium 

Tin 

Vanadium 

c.7 . 

Rocky Flats Plant 
sw-94 and 95 

Range of Concentration' 
bPm) 

0.107 - 0.500 

0.01 

0.04 - 0.15 

0.2 

0.005 

0.001, - 0.006 
0.01 - 0.0303 

0.05 

0.005 - 0.0308 

0.1 - 2.5 

396.0 

0.1 - 0.230 

0.005 

0.3 - 85.2 

5 0 -  100 

0.015 - 0 03 

0.0001 
0.100 

0.04 - 0.368 

50 -  12s 

0.01 

0.01 84 

82 1 

3.5 

0.1 

0.155 

0.017 

5.0 
0.0s 

-+ 

1 .o 
0.1 
0.01 

0.05 

A 

0.2 
-- 
-- 
0.3 

0.05 

2.5 

0.05 

0.002 

0.1 

0.2 

_-- 
0.05 

0.01 

--- 
-__ 
*+_ 

--- 
0.1 

EPA 
MCL' 
@pm) 

5 .O 

0.05 

0.06 
1 .o 
0.1 

0.01 

0.05 

0.05 

f .O 

-- 
1 .o 
0.05 

.25 
- 

0.05 

0.002 

0.J 

0.31 

I_ 

0.05 

0.01 
- 
0.382 

0.01 

0.1 

0.024 

0.05 
d. . -. . . . . . .. . . . -. . - . . ..- - -- - - - <  - - --------*- --. - -- ---- .___ __. ._. . ~ -  _ _  _ _  . __ - _ _ l  __ ._ ,_ . , I _ _  

P;OLCL. 

' Data collected from 1986 to 1990 

Standards adopted through the Rocky Flats Interagency Agmment - the effluent treatment standard 
governing the demonstration 

RCRA Subpart F maximum contaminant levels (MCL) (40 CFR 264.94) 

ppm = parts per million: "----" = no standard exists 



TABLE 2-4 

CPFM TECHNOLOGY DEMONSTRATION 
ORGANICS COMPOUNDS DJZIIZCTED IN ITPH SAMPLES 

AND CORRESPONDING TREATMENT STANDARDS 

Organic Compounds 

Acetone 

M eth y 1 ene ch 1 or id e 

Bis (2-ethylhexyl) phthalate 

Pentachlorophenol 

Carbon tetrachloride 

1 ,  I -Dichloroethane 

1 ,2 -D i ch I oroeth y1 en e 

1, ~ 1.2-Trichloroethane 

Vinyl chloride 

Rocky Flats Plant 

Maximum 
Concentration' 

SW-94 and 95 

80 

10 

24 

50 

11 

5' 

se 
5' 

10' 

RCRA 
Concentrat ion 

Limitsb 

EPA CDHd 
Water Quality Drinking 

Criteria' Water 
@Pb) OPb) 

--- --- 

--- --- 

NLJtes: 

Data collected from 1986 to 1990 

RCRA SUhpaJt F (40 CFR 261.94) 
' These adjusted criteria, for drinking water ingestion only,  were derived from published €PA Water 

Quality Criteria (Federal Rerister 45:793 18-79379. November 28, 1980) for combined fish and 
drinking water ingestion and for fish ingestion alone. The adjusted values are not offkial EPA 
Water Quality Criteria but may- he appropriate for Superfund sites with contaminated ground water 

pph = parts per 4 billion; "----" = no standard exists 



To determine the system’s ability to produce an effluent that meets ARARs; for this 
project, the CWQCC standards 

The secondary objectives for this project are to: 

0 Evaluate the disposal options and costs for the effluent and filter cake generated from 
this process 

Document the operating conditions and identify operational needs, such as utility and 
labor requirements, for the treatment system 
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@RAFT -7 
3.0 REMEDIAL TECHN0U)GY DESCRIIrllON - 

This section provides a general overview of the CPFM technology. 

3.1 CPFMTHEORY 

The CPFM technology is designed to remove low to moderate levels of nontritium 

radionuclides (less than 1 ,OOO parts per million [ppm]) and heavy metal pollutants from wastewater, 

ground water, or pond water using either batch mode or continuous processing. The inorganic 

pollutants are concentrated into an insoluble, inorganic filter cake containing about 60 percent solids. 

The developer claims that the system is best operated as a polishing filter unit to meet strict heavy 

metal and radionuclide maximum contaminant level (MCL) limits for effluent water. The following 

text provides information concerning the CPFM theory. A detailed process description can be found 

in Section 3.2. 

T h e  CPFM technology can be used with or without chemical pretreatment in combination 

with a colioid fiitet unit  equipped with specially designed fiiter plates to %cilitate the removal of 

radionuclides and heavy metals from moderately contaminated water. Removal of the contaminants is 

achieved through chemical complexing, adsorption, absorption, and physical filtration for pollutants 

ranging from colloidal (less than 10 microns) to the molecular and ionic range forms. Heavy metal 

and nontritium radionuclide pollutants in ground water predominantly exist as colloids. colloidal 

aggregates in association with inorganic ions, or inorganic and organic particles. By optimizing the 

water pH and chemistry to favor radionuclide and heavy metal insolubility, the pollutant colloids and 

colloidal aggregates can he formed, then effectively and economically removed by the CPFM system. 

T h e  CPFM technology apparently will not remove tritium because of tritium's chemical 

characteristics. First, tri!ium's oxidation state is not comparable to other radionuclides. Second, its 

molecular size is smaller than the reaction mechanisms the CPFM technology can handle. Tritium's 

oxidation state is + 1 (the same as hydrogen), compared to those of uranium, plutonium, and 

americium which are +3 to +6. Although future testing of this technology may prove differently, 

preliminary results and theoretical investigations do not indicate potential tritium removal. Also, the 

. .*-  . -  - .  -~ - 
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bench-scale study Lmults confirm no tritium removal. Therefore, tritium analysis of the treated and 

untreated water will not be conducted in this demonstration. 

The filter bed material, Filter Flow IO00 (FF lOOO), is an insoluble, inorganic oxide-based, 

granular material. T h e  parent compound of FF IO00 is essentially an inorganic, calcium oxide-based 

sorption and complexing agent. The material safety data sheet (MSDS) for FF lo00 appears in 

Appendix B. For this demonstration, the filter bed material is contained in a filter pack constructed 

of a durable, and fibrous polymer material. The filter packs are placed horizontally between filter 

plates in the colloid filter unit. The contaminated water is first processed to remove bulk solids and if 

necessary the pH is adjusted to 8. Additional chemical treatment may be necessary depending upon 

the existing water chemistry of the contaminated stream. The chemically adjusted ground water is 
then pumped to the colloid filter unit The fluid is distributed by a filter plate and then flows through 

the filter pack containing the FF 1O00, The contaminants react with the FF 1O00, agglomerate, and 

remain in the filter pack while treated effluent is dischged. Further description concerning the filter 

pack can be found in Section 3.2. The reaction mechanisms within the filter pack claimed by the 

developer are describd as follows: 

Chemical Comnlexing: Heavy metal and nontritium radionuclide pollutants in  water form 

charge-dependent, stable complexes with certain inorganic agents. The soluble metal ion or 

radionuclide species associate with an inorganic, oppositely charged entity (FF 1OOO) to form 

insoluble colloids, colloidal aggregates, or !arger precipitating padicles. An estimated 20 

percent of the reaction mechanism is attributable to chemical complexing. 

A d s o u :  Radionuclides readily adsorb to soil partides and bind strongly to minerals to 

iwm colloids. The adsorbed colloids and ions electrostatically attach to the surface of the 

filter bed material. The heavy metals and radionuclides then react with the filter bed material 
- .  " .. - . - ~ ~ -I -_ ---- _ . __ - _ I  ._ 

.. . to form jnsolubk, trapped particles. An estimated 75 percent .~ ofthe __ . reaction-mechanism . - _ _ _  __ _ _  is . - -. . __ _ _  - 
attributable to adsorption. 

Msomtion: It is estimated that less than 1 percent of the reaction mechanism is attributable 

bo absorption. 
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Phvsical Filtration: The FF loo0 filter medium forms a compact but porous bed that 

potentially filters out micro-molecular particles. An estimated 5 percent of the reaction 

mechanism is attributable to physical filtration. 

The strategy employed in this technology is to first remove the bulk solids, then manipulate 

the water chemistry to shift the equilibrium toward formation of  colloids and colloidal aggregates. 

For example, the pH adjustment with sodium hydroxide creates negatively charged particles which 

enable reactions with oxides in the filter media. Chemical manipulation (for example, with sodium 

sulfide or sodium bisulfite) enhances the formation of colloids for some compounds which may not 

otherwise form colloids. 

FFT claims that the CPFM technology offers the following advantages over other small site 
pmicle removal methods such as ion exchange, reverse osmosis, and ultrafiltration: 

Rduced chemical costs of aggregate formation using inexpensive and insoluble 
inorganic sorption and complexing chemicals versus ion exchange resins which may 
be expensive 

Reduced amount of solids generated due to the small volume, and potentially 
regenerahle. filter bed 

Rddl;ied capital equipment, operational, and maintenance costs hy use of simplified 
equipment f t  a m e n t  train 

Higher throughput capacity per unit cost 

Improved reliability due to few operating variables (reduction of process variables 
increases process reliability) 

Regeneration equipment for filter bed material is optional 

Improved removal eficiencies for multivalent, chelated, or complexed metals and 
rdiot?uclides .-_ .. 

_ _ _  . 

Although t h i >  demonstration is limited to RFP ground water, the developer claims that this 

tmatment technology ma)' be applicahle to soils and sludges as a secondary or tertiary water treatment 

process, Potential applications include remediation of contaminated liquid wastes from industrial 

werations, oildrilling production water contaminated with naturally occurring radioactive materials 



(NORM), uranium mine ground water, and transuranic and low level radioactive wastes from nuclear- 

related facilities with contaminated water. 

3.2 CPFM PROCESS DESCRIPTION 

FFT claims that the underlying principle of the CPFM technology is to form pollutant colloids 

and colloidal aggregates, then effectively and economically remove them from water by bulk removal 

of solids followed by sorption in a colloid polishing filter (CP filter). Several CP filters, either in 

parallel or in series, are installed in a colloid filter unit. CP filters used in series provide filtration 

redundancy to achieve high decontamination factor (DF) values for contaminant removal. This 

process description will focus on the system designed for the SITE demonstration, Although other 

configurations may be employed, the remainder of the discussion will be limited to equipment set-up 

for the RFP demonstration. The CPFM process flaw is described below and the process flow 

diagram appears in Figure 3-1. 

Contaminated ground water is first pumped from the eastern IM/JRA storage tank to a mini 

clarifier for bulk solids removal. The settled solids stream from the bottom of the clarifier is routed 

to a small filter press where the solids are removed from the liquid stream. The effluent from the 

filter press is routed hack to the clarifier. The separated solids are removed from the filter press 

plates, collected in a bin, and placed for final storage in the solids disposal container. This container 

holds all the process solids generated during the demonstration. 

I f  the raw influent pH is less than 8, a 40 percent sodium hydroxide solution will be added in 

the clarifier’s mixing section to bring the pH closer to 8. This solution will be added as needed to 

keep the pH around 8. It is not anticipated that pH adjustment will be n e e & l  during the 

demonstration as bench-scale studies indicate the raw influent pH will be between 7.6 and 8.1. 

Ho-w-ever;3quipiWit aM-ioEti6n-wiII be availahte if pH WJuKri-efi€% iqutrm-3 flprotre wiH-be 

placed in the clarifier to confirm an effluent stream pH close to-8. 

. .  - -- 

The clarifier effluent is then pumped through a series of two in-line bag filters. These bag 

filters are designed to remove any remaining solids greater than 10 microns in diameter. The solids 

m#kxted in the bag filters will he removed and placed for final storage in the solids disposal container. 
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The prefiltered stream is then routed to the colloid filter unit. A colloid filter unit consists of 
filter plates with a filter pack placed horizontally between them. The number of plates and packs can 
vary depending upon the application and remediation needs. Unit configurations for the SlTE 

demonstration are further discussed in Section 5.3. Once the filter plates and packs are installed on 

the unit, approximately 50,OOC pounds per square inch gauge (psig) of hydraulic pressure is applied. 

This promotes a tight seal aroLnd each plate and enables the system to dewater the filter packs. 

Schematics of a typical filter plate and filter pack appear in Figure 3-2. A schematic of the modified 

filter press appears in Figure 3-3. 

Prefiltered influent is evenly dispersed with baffles and distribution ports in the filter plates 

through each filter pack. The contaminants are then removed by the filter bed material through 

chemical and physical mechanisms discussed in Section 3.1. The filter cake generated during the 

process is contained within the filter.pack for e a ~ e  of handling and disposal. The efflueot from the 

colloid filter unit flows to a pH adjustment tank where it will be treated with hydrochloric acid to 

lower the pH to the same as the influent ground water’s pH. The pH-adjusted effluent is then routed 

back to the original IMhRA storage tank. 

After treatment, the pressure on the system is released and the filter packs are removed from 

between the plates. Based on the bench-scale and treatability studies results, the filter cake will need 

to be stabilized in order to meet the toxicity characteristic leaching procedure VCLP) limits for 

metals. For this reason, the generated filter cake will be removed from the filter packs and mixed 

with a stabilizing agent (ChemSorb-500) in 55-gallon drums. It will be stored on the RFP site or at 

an off-site storage facility approved by DOE and EPA. Samples of the filter cake solids will be 

analyzed both before and after stabilization. Appendix A discusses analytical parameters for solids. 

Prefiltered solids collected in the mini clarifier and bag filters from each run will be combined with 

the cornposited filter cake and stabilized with ChemSorbdOO for disposal. 

-.. . . - 
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4.0 DATA QUALlTY 0BJEC"XVES 

The primary objective of this treatability study is to evaluate the effectiveness of the CPFM 
technology in removing radionuclides and metals from contaminated ground water. Data quality 

objectives (DQOs) are developed to produce high quality data that can be used to evaluate the 

effectiveness of the technology. The DQOs were developed using guSdelines presented in EPA's 

Preparurinn Aids for the Development of m e g q  II Qualiy Assurance Project Plans (EPA, 199 I ) 

document and Preparing PerfPct Plans -- A Pockt  Guide for the Preparation of Qualiv Assurance 
Project Plans (EPA, 1989). 

T h e  following sections discuss topics directly related to the DQOs. These include data uses; 
quality assurance Objectives; analytical data required; analytical levels; precision, accuracy, 

representativeness, completeness, and comparability (PARCC) objectives; detection levels; and 

corrective action. 

4.1 DATAUSES 

T h e  use> for the data collecterl during the CPFM treatability study include: 

1) Assessment of the technology's ability to remove radionuclides 

2) Development of capital and operating costs for this technology 

3) Determinarion of the system's ability to produce an effluent that meets ARARs 

4) Evaluation of the disposal options and costs for the effluent and filter cake generated 
by this process 

Documentation the operating conditions and identification of operational needs, such 
as utility and lahor requirements, for the treatment system 

S) 
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4.2 QUALITY ASSURANCE OBJECTIVES 

Quality assurance objectives include the following: 

Develop appropriate sampling procedures, q u h  ,,y assurance procedures, and 
documentation procedures for obtaining and evaluating data that can be used to meet 
the treatability study objectives 

Provide high quality field and laboratory data which are fully documented in terms of 
data generation, review, approval, and reporting 

Implement a system of project management oversight to verify that the field and 
laboratory activities will be performed by properly trained and qualified personnel and 
will conform to the procedures outlined in the project plan 

4.3 DATA REQUIRED 

Analytical results for radionuclides in water matrices will be reported in pCi/L and in soil 

matrices will be reported in picoCuries per gram (pCi/g). Other units of measurement will be used as 

appropriate for inorganic and physical parameters. Analytical methods fm critical and noncritical 

measurements in water and filter cake appear in Tables 4-1, 4-2, 4-3, and 4-4. 

Results of  water analyses will he compared between influent, intermediate, and effluent 

streams to calculate the effectiveness of the CPFM technology. Results of filter cake analyses will he 

reviewed for compliance with ARARs for potential disposal options. 

4.4 ANALYTICAL LEVEL 

The analytical levels as defined hy the €PA are: 
. . .  - . .  - .  

e Level I - Field screening or analysis with portable instruments. This level provides an 
indication of contamination presence and has few QA/QC requirements. 

8 Level I1 - Field analyses with more sophisticated portable instruments or a mobile 
laboratory. The data quality associated with this level depends on the QA/QC steps 
used. Data concentrations are usually reported in concentration ranges. 
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TABLE 4-1 

CPFM TECHNOIBGY DEMONSTRATION 
QA OBJECTlVFS FOR CRITICAL MEASUREMENTS 

LIQUID SAMPLES 

Radionuclidcr 

Gmrr; Alpha 

lmgic Uranium 

900.0h 

D 3 9 7 2 - 8 0 ;  
HEA*C@II-Ot' 

IS0.ld 

Rounruic r 

Tiintr 

Prrrsurt Gau;; 

Calculaticwi 

Wail-hour 
rneitr 

2 

1 

0.01 

0. I 

0.5 

0.1 

0. I 

I 

40 

30 

f 0.2' 

N A  

NA 

h'A 

N A  

N A  

7 0 - 1 3 0  

70-130 

* 0.04' 
NA 

N A  

NA 

NA 

N A  

90 
90 

90 

90 

90 

90 

90 

90 

holes 

a 

b 

RSD = Rclativc sundnrd de*iiaiion 

Prew-ihcd Procedures for Mcasurrmsnr oi Radioaaivir) in Dnnlriog Water, E n v i m r n e n u l  Monitonng and Suppon hbomtoq . U.S Environmental Protecrion 
h p e n i > ,  EPA-600,440-032. 1980 

C Slrndrrd Test Method for Ixolopi: Uranium in Haler hy Radiochcmistry. Arncncan Society of Testing Mstcfinls (ASTM), December 31. 1980 

d Mchhodh for Chemical Analysis of Water 4nd Wastes. EPA-60014-79-020. Revised March 1983. h v i r o n m r n h l  Monitoring and Suppon Laboratory. 
Cincinnati. Ohio. U.S. Environrncnral Prois;iion Apen;! . 1983. and subsequenr EPA-600/4  Technical Additions. 

e - -  

f 

For pH.  precision is expressed in pH uniir a$ r a n p  

For pH. accuracy is expressed in pH uniis a s  hias.  

e In addition to h e  influent. intermediaie. rnd cMucnt streamb. flou m e  end pumping period rncisurtmenlr include chemical addition rates for hydrochloric 
acid. 

h Ptrssurc drop is measurcd across hr filtsr hsd 

I Anrlysis of Unnhn in Water b) Anion Exchrnpe. Rock) Flats Plant Health and Safct! bhontoneb,  Golden, Colondo. 1991 

NA = mi applicable 

pCilL = picoCurics per liter 

gprn = gallons per minule 

prig = pound ptr  square inch gauge 



TABLE 4 2  

CPFM TECHNOLOGY DEMONSTRATION 
QA OBJECTIVES FOR CRITICAL MEASUREMENTS 

SOLID SAMPLES 

Radionuclider 
(before slabilkation) 

Gmss Alphs 

Isotopic Uranium 

TCLP - Extmct 
(after stabilization) 

. Gma Alpha 

Isotopic Uranium 

Paint Filter Liquids Test 
(hciore and rficr srabilizoiionl 

305Ob1900.OF pCilg 

3050blD3972- pCilg 
Sod 

2 

0.3 

40 

30 

70-130 

70-130 

90 

90 

900.w 

D397240d 

9095h 

pCiiL 2 40 70.130 90 

pCilL I .0 30 70-130 90 

p a d f a i l  . NA NA NA 90 

Notes: 

' RSD = relative standard deviation 

Radiochemical Analytical Procedures for Analyrib of Environmental Samples. Rrporl No. EMSL-LY-0539-I, U .$. Environmental Protection Agency, 1979. 

Standard *Test Mclhod f m  lsniopic Uranium in Wairr by Radioshrmisiry. American Sociciy of Testing Matmala (ASTM), December 3 1 ,  1980. ' 

NA = not applicable 

pCilg = picoCurier per grnm 

p C i L  = picoCurics per liter 



TABLE 4-3 

CPFM TECHNOLOGY DEMONSraATION 
QA OBJJXTIVES FOR NONCRITICAL MEASUREMENTS 

LIQUID SAMPLES 

Radionuclides 

Radium 226 903 .od pCilL 1 .o 30 70-130 90 

Plutonium 239. 240 EPA-60017-79- pCi1L 0.01 30 70-130 90 
08 1 blHEA- 
001R-01' 

hericium 24 1 0.01 30 70-130 90 

Omepic Comounds 

roc 9060' mp'L I .a 20 75-12.5 90 

ICP' Mculs 

Aluminum 
htimony 
Anenii 
briurn 
kryl l iurn 
Boron 
Cadmium 
Calcium 
Chromiuni 
CdJrh 
C T F  
Iron 
h a d  

301 01601 0' 
3010'601 0' 
301 O/bOlO'  
30 1 Ol60 I 0' 
3010'601 0' 
30 1 0'60 1 0' 
NlI):6Ol 
3C O t t O i  0' 
30 l0:60 Io' 
3010~b010' 
301 Oh01 0' 
301 016OI Q 
3020:6010' 
3010/hO10' 
3010/6010' 
3010~6010' 
301 0'601 0' 
3010/6010' 
30l0/6010' 
301 01601 0' 

0.2 
0.1 
0 3  
0 01 
0 001 
0.6 
O.W!. 
1 .o 
0.01 
0.01 
0.02 
DO4 
0.05 
1 .o 
0.01 
0.05 
0 02 
3 0  
0.3 
1 .o 

.!lo1 .- 

I .O 
0 003 
0.1 
0.02 
0 02 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 

20 
20 
20 
20 
20 

- -. 20 _ _  . . 

75- 125 
75-125 
75-13 
75-125 
75-125 
75.125 8 

75-125 
75-13 
75-12.5 
75.125 
75-125 
15-13 
75-125 
75.125 
75- 12s 
75-125 
75.125 
75-125 
75-13 
75-125 
7S-lZL. - _  - ._ 

7s- 12s 
75- 125 
75-125 
75-125 
75-125 

90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 

4 O L  . .. 

90 
90 
90 
90 
90 

Mapncriuni 
Minprnrsc 
Molybdenum 
Nickel 
P w u i u m  
Wornurn 
Silicon 
Silver 
Sodium 
Stmntiuni 
Thailium 
Vimdium 
Zinc 

.~ .-. .. 

30lOhOl0' 
301 Ol6Ol Ir 
301 01601 0' 
301 0160l 0' 

Anions - 
15 90-1 10 90 
I5 90-1 10 90 
20 85-1 I S  90 
15 90-1 IO 90 
20 85-1 I S  90 
20 80- 120 90 
20 85-1 IS 90 

Flouridc (f) 
Chloride (CI) 
NiuitdNitntc (NOa/NO,) 
SuHa\e (SO,) 
Phosphric (Po,) 
Carbonate (CO, - Alkalinity) 
Ammonia (NH,) 

300.D' 
300.v 
353.1' 
3m.w 
365 .?' 
310.1' 
350.1' 

0.1 
0.026 
0.020 
1 .o 



TABLE 4-3 

CPFM TECHNOLOGY DEMONSTRATION 
QA OBJECTIVES FOR NONCRITICAL MEASUREMENTS 

LIQUID SAMPLES 
(Continued) 

Practical 
Measurwent Qumtit.atiou PreEirjou Accuracy ' Cornpletaes 

Method uuit Limits (RPD)' (st. Rtrovery) mt) 

Phvrical Characteristics 

Total Dissolved Solids 160.1* mglL 10 30 NA 
Toul Suspended Solids I60 2' mglL 5 30 NA 
Electrical Conductivity 2516 pmhoslcrn 0.10 NA NA 
Tomperaturr 255P degrec Celsius 0. I NA NA 

90 
90 
90 
90 

Notes: 

RPD = relative perccnt difference 

Acid Dissolution Method for Analysis of Plutonium in Soils. US. EPA Environniznlal Monitoring and Support Laboratory, Las Vegas. Nevada, 1979, 

Maximum Sensitivity Procedures for Isolation of Plutonium and Americium in CornpQsiled Waur Samples, Rocky Flats Plant Health and Safely bbommrier, 
Golden. Colorado, IYYO. 

Prcrteribcd Procedures for Mcasuremcnt of Radioactivity in Drinking Water, Environmenul Monitoring and Suppon Laboratory, U,S.  Environmental 
Protection Agency, EPA-600/4-80-031.1980. 

Test Mclhods for Eva!uating Solid Wnrk. Voluiml; IA-IC: Laboratory Manua!. Physicallrbemicsl Methods; and Volume KI Field Manual. 
PhyiicallChernical Melhods. SW-846. Third Edition. Offwe of Solid Waste and Emergency Response. US. Envimnmenlsl Protection Agency, 1986. 

ICP = inductively coupled plasma 

Mehdr for Chcinical Analysis of Water and WaRteb. EPA-60014-7Y-020, Revised March 19S3, Environmenul Monitoring and Support Lsboratory, 
Cincinnnti, Ohio, U .S. Environmcnhl Protection Agency. 19113. and subsequent EPA-60014 Technical Additions. 

Standard Methys for h e  Examination of Water and Wastewater, 17th Editinn, APHA. AWWA. mad WPCF, 1989. 

NA = not applicable 
pCLlL = picoCunes per liter 
WlL = milliprama per liter 
whor lem = rnicromhos per ccnttmeirr 

- ._ .._ - . _ _  -_ .- . _  - 
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CPFM TEC"0UX;Y DEMON!STUTION 
Q A  OBJECTIVES FOR NONCRITICAL MEASUREMENTS 

SOLm S A M K E s  

Badioouclidri 
(before u b i l i t i o n )  

Radium 226 

Plutonium 239,240 

Aumicium 241 

TOC 
(before ab i lh t i on )  

IEP' Meulr 
(before ubi l iu t ion)  

Aluminum 
AMimony 
h d C  
Bcrium 
Beryllium 
BDmn 
Cadmium 
Cakium 
Chromium 
Cobrli 
Copptr 
Imn 
lard 
Miprium 
M u y w w  
MdyMcnum 
Nickel 
M u i u m  
Mtnium 
Silicon 
Silver 
Sodium 
Smmtium 
Thallium 

zinc 

3050'1903 .P 

EPA4W7-79- 
o s i b n r ~ ~ -  
001801. 

EPA4W7-79- 
08 I 'IWEA- 
0011141' 

h d i r n  SOP 

30501601ff 
3050/60 1 0' 
3050/6O I CP 
3050/6010" 
3050:6010' 
3050/6010' 
5050160 1 ff 
3050160 1 d 
3050/601U 
3050/60 to' 
3050/601 CP 
3050160 1 ff 
30501601U 
30501601~ 
3050/60 10' 
30501601 Cf 
30S0/60 I o' 
3050160 1 0' 
3050160 1 U 
ms(1/6(11 u 
3050160 Io' 
30501601U 
3050160 I P 
305016010' 
W M 1 U  
3050160 1 V 

0 .s 
0.M 

0.02 

0.12% 

20 
10 
30 
1 
(!? 
6.0 
0.5 

100 
I 
1 
2 
4 
5 

100 
1 
2 

300 
30 

100 
I 

100 
0.3 

10 
2 
2 

.- 

30 

30 

30 

10 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
M 
20 
20 
i6 
20 
20 
20 
20 
20 
20 

. .  

7G130 w 
7G130 90 

70.130 . 90 

90 

75-125 

75-125 
'75- 125 
75-125 
75- 125 
75-125 
75-125 
75-13 
75-125 
75- I 2 5  
75- 125 
75-125 
75-125 
75- I 25 
75- 125 
75-13 
75-12 
75-125 
75-125 
75-13 

-754 25 
15-125 
75-125 
75-125 
IS-I25 
75-12.5 
75-13 

90 
90 
90 
90 
90 
90 
90 
90 
90 
w 
90 
90 
90 
90 
90 
90 
90 
90 
w 
90 
90 
90 
w 
90 
90 
90 



TABLE 4 4  

CPFM TECHNOLOGY DEMONSI*RATION 
QA OBJECTIVES FOR NONCRITICAL MEASUREMENTS 

SOLID SAMPLES 
(Continued) 

Prpcticpl 

Measur~ment Quantitation Recision Accuracy Cornpl&eness 
Method unit Limits (RPD)' (96 Recovery) (6) 

Ph.:s&d Charactenstics, 
wtorc subilization) 

Filler cake mass 
Filter cake volume 

scale kg 
cstimrted cm' 

o.ooo1 
1 

NA 
NA 

NA 
NA 

90 
90 

TC1 P - Radionuclides 
{afier aabiliunion) 

I . .ar lwn 226 
Yrtmium 239, 240 
,?rnrncium 241 

903 .[r 
HEAm 1 86 1 * 
HEA-0018-01' 

pCilL 
pCilL 
pCilL 

i 
0.01 
0.01 

30 701130 
30 70-130 
30 70.130 

90 
90 
90 

TCLP - VOC 
!eftcr slabilkation) 

Methylene chloridc 
Carbon tetrachloride 

? Dichlomcrhrnc 
1,l  -DichioroeLylene 
Vinyl chloride 

131 !/8240" 
13 1 I /82# 
131118240" 
131118240' 
131 1182406 

5 
5 
5 
5 
10 

20 S0.150 
20 50- 150 
20 50-150 
20 50-150 
20 50-150 

90 
90 
90 
9 0  
90 

1 sininum 
Antimony 
Amenic 
Barium 
Beryllium 
Bomn 
Cadmium 
Calcium 
Chmmium 
Cobalt 

60101 
60lP 
6010' 
6010' 
6010' 
6010' 
60106 
dol@ 
6010' 

. 6014 

0.2 
0.1 
0.3 
0.01 
0.002 
0.6 
0.005 
1 .o 
0.01 
0.01 
0.02 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
Xl.. ~ 

20 
20 
20 
20 
20 
2 0  
2 0  
20 
20 
20 
20 
20 
20 
20 

75-125 
75-125 
75-125 
75-125 
75-125 
75-125 

. 75-125 
75-12s 
75- 125 
75- 1 25 
75-125 -- - 

. ..35-125 I_ 
75-125 
75-125 
75-125 
75-125 
75- 125 

I 75-125 
75-125 
75-1 25 
75-125 
75-125 
75-125 
75-125 
75-125 
75-125 

90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
9 0 . "  
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 
90 

Copper 6010' .. 
Iron -- ---.----. 

Magnesium 6OlP m g a  1 .o 
Mangane- 6010' mslL 0.01 
Molybdenum 60lQ mglL 0.05 
Nickel 6010' mglL 0.02 

Silicon 6010' mglL 1 .o 
Silver 6010" mglL 0.01 
Sodium 601P mglL 1 .o 
Thallium 6010" mglL 0.1 
Vanadium 60106 mglL 0 02 
Zinc 601od mplL 0.02 

h a d  6010' mglL 0.05 

Pwzsium 601P mglL 3 .O 
Sdeniurn SOlQ msn 0.3 

Strontium 6010' W'L 0.003 



. -  
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TABLE 4-4 

CPFM TECHNOLOGY DEMONSI'RATION 
QA OBJECTIVES FOR NONCFUTICAL MEASUREMENTS 

SOLID SAMPLES 
(Continued) 

Phvsicrl Charncterir;tics (after smhiliznsrion) 

Moirtutc Content D22 16' pcrccni 
Bulk Demit) D2937-83' mplcrn' 
Stabilized Mixture Mars S a l t  L€ 
Subiliztd Minurc Volumc Essrimalcd cm' 

1 N A  
0.1 NA 
0.0001 NA 
1 NA 

NA 
NA  
NA 
NA 

90 
90 
90 
90 

Notes: 

RPD = relative percent difference. 

Acid Dissolution Method for Analysis of Plutonium in Soils, U.S. €PA Environmental Monitoring and Support hhratory,  
Las Vegas, Nevada, 1979. 

Maximum Sensitivity Procedures for Isolation of Plutonium and Americium in Composited Water Samples, Rocky Flats Plant 
Health and Safety Lboatoncs ,  Golden, Colaradi;, 1990. 

Test Methods for Evaluating Solid Waste. Volumes IA-IC: laboratory Mpnul, Physical/ChemicPI Methods; and Volume 11 
Field Manual. Physical/Chermcal Methods, SW-646, Third Edition. Office of Solid Waste and Emergency Response, U.S. 
Environmental Protection Agenc} , 19SIr. 

Radiochemical Analytical Procedures far Analysis of Environmental Samples, Report No. EMSL-LY-0539-1, U.S. 
Environmental Protection Agency. 1979. 

ICP = inductively coupled plasma. 

. . . .  . . . . .  . . -  . .......... . . . . . . . . . . . . . . . . . . . . . . .  
-. 

American Society of Testing Materials, 1963 

Radian standard operaringpocedure for TOC using a Prrkin Elmer 240C Elemental .Anrlp~-,.i - 
. . . . .  . . . . .  ....... .. . . . .  ...... ... 

- - . . . . . .  . .  
. e 

. .  . .  

- 
h'A = not applicable - 

Specs = accuracy based on y u f a c t u r r r  specifications 
pglL = micrognm per liter. 
mg!L = millipnms per cubic centimeter 
kg = kilograms 1 

mglkg= millipram per lulograms 



Level 111 - Analyses for organic and inorganic constituents are performed in an off-site 
analytical laboratory that may or may not involve contract laboratory program (CLP) 
procedures. The detection limits will be similar to those specified by the CLP. Level 
111 uses rigorous QA/QC. 

e Level JV - Analyses encompass the hazardous substance list (HSL) organic and 
inorganic parameters by sophisticated laboratory instrumentation such as gas 
chromatography/mass spectroscopy (GC/MS), atomic absorption (AA), and 
inductively coupled plasma (ICP). Detection limits reach low parts-per-billion @pb) 
levels. This analytical level also provides tentative identification of non-HSL 
parameters. Data require validation to evaluate compliance with rigorous QA/QC 
requirements. Level JV procedures are appropriate to develop data of known quality. 

Level V - Analyses using nonstandard analytical methods. Method development or 
method modification may be required for specific constituents or detection limits. 

For this treatability study, analytical Level I1 will be used for all field measurements, 

analytical Level IV will be used for metals, anions, and organic analyses, and analytical Level V will 

be used for radionuclide analyses. 

4.5 PARCC CRITERIA 

PARCC criteria are indicators of project data quality. Objectives for these indicator 

parahinetmas were dc~slqm! far this prcject bas& on past e x p ~ r i ~ ~ c r :  in bench-scale and treatability 

studies and on the objectives of the project. Field procedures, analytical methods, and the project QA 

program were selected and developed to meet these objectives. 

QC samples are collected in addition to the field samples and are used in conjunction with 

laboratory QC samples to evaluate the quality of‘ the data produced from the field sampling program. 

QC samples serve DQOs by meeting CLP and the laboratory’s established acceptance criteria. QC 
samples that do nat meet the criteria may serve as indicators of unacceptable data resulting in the 

laboratory implementing corrective action procedures or in the data beingqualified. PARCC 

parameter goals appear in Tables 4-1, 4-2, 4-3, and 4-4 and are discussed in the following sections. 

- 
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4.5.1 Precision 

\ 
Precision is the degree of mutual agreement between individual measurements of the same 

property under similar prescribed conditions. Data precision is a function of field sampling precision 

and laboratory analytical precision. It is evaluated by collecting and analyzing field replicates, 

laboratory control samples (LCSs), and matrix spikelmatrix spike duplicates (MSlMSDs). 

For the critical measurements (see Tables 4-1 and 4-2) of gross alpha and uranium, precision 

is determined by taking three replicate samples at each sampling location and calculating the relative 

standard deviation (RSD) values between these analyte levels. The RSD will be calculated using 

Equation 4-1 (EPA, 1991): 

%RsD = (s/x) x loo 

where: 

% RSD = percent relative standard deviation 

standard deifiation - - S 

X - - mean of replicate analyses 

Precision for the critical parameter of pH will be estimated by calculating the range for 

duplicate aliquots of a field sample. using Equation 4-2: 

(4- 1 ) 

(4-2) 

The remainder of the critical measurements (flow rate, pumping period, pressure drop, 

volume, electricity usage and paint filter liquids test) are variable or qualitative tests. RSD values 

m n o t  be determined for these tests. However, three replicate sample measurements will be taken for 



each of these tats.  I f  the results for the replicate samples do not agree with each other, one 

additional sample will be analyzed to determine whether there is a variance. 

For the noncritical measurements (see Tables 4-3 and 44)  of radium, plutonium, americium, 

carbonate, total dissolved solids (TDS), and total suspended solids (TSS), precision is determined by 

using LCSs or QC replicates as replicate samples and calculating relative percent difference (RPD). 
RPD is calculated using Equation 4-3: 

where: 

%RPD = percentrelative difference 

A = first replicate concentration 

B = second replicate concentration 

Precision will be estimated by analyzing duplicate matrix spiked samples for organic 

cnmpounds, metals, and the anions of fluoride, chloride, nitritehitrate, sulfate, phosphate, and 

ammonia. The RPD hetween the analyte levels measured in the MS and MSD sample will be 

calculated using Equation 4-4 @PA, i991): 

where: 

%RPD = percent relative difference 

MS = -. matrix spike concerltration 

MSD = matrix spike duplicate concentration 

The remaining noncritical parameters of electrical conductivity, temperature, mass, volume, 

moisture content, and bulk density will not be quantified for precision due to the variable nature of 

rhese measurements. 

4-12 RE:047Z723\cpfm\tnstudy .wp\repor~ .all\8-26-91,sn 



4.5.2 Accuracy 

Accuracy is the degree of agreement between an analytical measurement and a reference 

accepted as true value. The accuracy of a measurement system is impacted by errors introduced 

through the sampling process, field contamination, preservation, handling sample matrix, sample 

preparation, and analytical techniques. Accuracy is evaluated through the use of standard reference 

materials (SRMs), MS/MSD, QC check samples, calibration standards, sampling equipment rinsate 

blanks, and bottle rinsate samples. 

Accuracy for radionuclide critical and noncritical parameters will be estimated as percent 

recovery of the true analyte level from an SRM. Accuracy will be calculated using Equation 4-5 

(EPA, mi): 

%R = (Cm/Csm) x 100% (4-5) 

where: 

% R  = percent recovery 

c m  

C S R M  - 

measured concentration of SRM 
actual concentration of SRM 

- * 
- 

Accuracy for radionuclides will also be monitored using €PA performance evaluation (PE) 
samples. These are samples provided to the laboratory hy €PA containing radionuclides of interest in 

quantities unknown to the laboratory. PE results are analyzed and results returned to the €PA for 

evaluation. Additionally, the laboratory will use standards derived from EPA and National Bureau of 

Standards (NBS) supplied vials for QC. 

Accuracy for organic compounds and metal analyses will be estimated as percent recovery of 

the true analyte level from a matrix sample using equation 4-5. Accuracy for anion analyses will be 

estimated as percent recovery of the true analyte level from a QC check sample using equation 4-5. 

Far pH, accuracy will he estimated as bias from the true value. Standard reference materials, 

such as EPA QC check samples, will be used to estimate bias in pH measurements. 

4-13 RE:W7-1,723\cph\trbtudy .wp\rcpfl.a11\8+26+97,sn 



No accuracy values will be obtained for flow rate, pumping period, pressure drop, volume of 

water treated, electricity usage, paint filter liquids test, TDS, TSS, electrical conductivity, 

temperature, mass, volume of filter cake, moisture content, and bulk density. 

4.5.3 Representativeness 

Representativeness expresses the degree to which sample data accurately and precisely 

represent the characteristics of a population, parameter variations at a sampling point, or an 
environmental condition they are intended to represent. For this project, representative data will be 
obtained through sample size (see Appendix A), and careful selection of  sampling sites and analytical 

parameters. They will also be obtained through the proper collection and handling o f  samples to 

avoid interferences and minimize contamination and loss. 

4.5.4 Completeness 

Completeness is a measure of the percentage of project-specified data that are valid. Valid 

data are obtained when (1) samples are collected and analyzed in accordance with the QC procedures 

outlined in the QAPjP; and (2) none of the QC criteria that affect data quality are exceeded. The 

pmjzect completeness value will be calcuiaid by dividing thc number of  vdid saniplz rcsults by the 

t8ta.I number of sample analyses completed for this treatability study (see Equation 4-6). 

-- 

%C = (v/T) x 100% (44)  

where: 

% C = Percent completeness 

V I - Numher of measurements judged valid 
T - Total number of measurements - 

4.5.5 Comparability 

The comparability objective determines whether analytical conditions are sufficiently uniform 

der each analytical run to verify that all of the reported data will be consistent. This requires 
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adherence to the specified analytical methodology and to the laboratory and field procedures. 

Additionally, comparability is verified through the use o f  standard units of measurement and tabular 

format in reporting of the analytical data. These techniques and units are reported in the data 

management section and Tables 4-1, 4-2, 4-3. and 4-4. 

4.6 DETECTION LIMITS 

The method detection limit (MDL) expresses the lowest concentration of a substance that can 

be determined within the accuracy and precision limits established for the analytical method. This 

value is based on the instrument detection limit (IDL) with allowance for the relative instrument error 

inherent in the analytical method. This is the lowest Concentration that can be accurately determined. 

The practical quantitation limit (PQL) is the lowest level that can be reliably reported based upon the 

QC limits for.a particular analyte in a given matrix. Concentrations lower than the PQL but greater 

than the MDL are reponed as estimated values only. They may or may not meet the QC acceptance 

criteria for h e  method. 

*..-+". - 

The  IDL is a measure of the sensitivity of the detection device for the component of interest. 

It is the primary factor influencing the relative values established for more meaningful limits of 

detection for substances prepared and analyzed in a common manner. The most accurate method of 

expressing the I D 1  is in terms of an ahsolute mass of the analyte. rather than in units of 

concentrat ion. 

MDLs are determined in accordance with the €PA CLP protocols. Radian Corporation 

(Radian), the analytical laboratory used for inorganic analysis, determines MDLs once a year. The 

most recent determination was in  March 1992. Radian's standard operating procedure (SOP) for 

deermining MDLs is described below. 

For inorganic analyses, a sample containing all analytes in reagent water is prepared at a 

concentration of approximately five times the 1DL and analyzed five to seven times. T h e  average 

concentration and the standard deviation are calculated. The MDL is calculated as three times the 

standard deviation for each analyte. 
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Since MDLs are determined by the analyses of spiked samples of reagent water, the actual 

values obtainable for environmental samples are subject to matrix effects and moisture content of solid 

samples. For this project, using data from the MDL study and the analytical experience with the 

bench-scale and treatability study samples, Radian has estimated the PQLs for this project. The PQLs 
for the critical parameters of this study are given in Tables 4-1, 4-2, 4-3, and 4 4 .  

4.7 CORRECTIVE ACTION 

As stated earlier, the primary objective of this study is to estimate the CPFM treatment 

system’s ability to remove radionuclides listed in Table 4-1 from the OU4 IM/IR4 water. To achieve 

this, all precision, accuracy, and completeness goals must be achieved. Should the analytical data fail 

to meet these QA objectives, the following corrective actions may be taken: (1) verify that the 

analytical measurement system was in contrcl; (2) make a thorough check of all calculations; (3) use 

data qualifiers (flags); or (4) reanalyze the affected samples, if authorized by the EPA project 

manager and if a sufficient quantity of sample is available and holding times can be met. 
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5.0 EXPERIMENT DESIGN AND PROCEDURES 

This section describes the approach and procedures to be followed in conducting the 

demonstration, 

5.1 GENERAL OBJECTIVES 

The overall objective of this project is to evaluate the CPFM technology and develop 

information to evaluate the suitability of this technology to remediate hazardous waste sites. For this 

project, the critical parameters include: 

0 Concentration of uranium and gross alpha in: 

- storage tank water (influent) 

* untrea!ed water after prefiltrar ion (intermediate) 

- treated water (effluent) 

- filter cake solids (Jrior t ~ r  StabiiiLdiiOA) 

stabilized mixture’s (filter cake and prefilterd solids) TCLP extract 

Free liquids (as measured hy the paint fitter liquids test) before stabilizatidn (in the 
filter cake solids) and after stabilization (in the stabilized mixture) 

pH of he: 

influent 

- intermediate 
- 

effluent 

0 Flow rate and pumping periods of the: 

- intermediate 

r cPbent (flow rate only) 
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I hydrochloric acid stream (and sodium hydroxide stream if needed for influent 
pH adjustment) 

Pnssure loss across the colloid filter unit as a function of operating time (as measured 
by the differential pressure across each filter bed) 

e Volume of water treated 

0 Electricity usage 

Noncritical parameters for this project include: 

Concentrations in the influent, intermediate, and effluent o f  

- plutonium, americium, and radium 

- anions 

- total organic carbon (TOC) 

* ICP metals 

* TSS and TDS 

* electrical conductivity 

* tenperature 

Individual measurements of the prefiltered solids and filter cake prior to stabilization 
for: 

- total mass 

* estimated volume 

0 Individual concentrations in the prefiltered solids and filter cake prior to stabilization 
for: . 

plutonium, americium, and radium 

- anions 

ICP metals 
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. - - - -~asurements  - of the stabilized mixture for: 
R 

* moisture content 

- bulk density 

- total mass 

estimated volume 

a Concentrations in the TCLP extract from the stabilized mixture of: 

plutonium, americium, and radium 

- anions 

ICP metals 

* volatile organic compounds (VOCs) 

5.2 KEY ASSUMPTIONS 

The selection of the demonstration's critical and noncritical parameters was based on the 

demonstration goals for the technology and the contamination levels in the ITPH water. The first 

approach was to nami all radionuclides (other than tritium) and metals five times greater than their 

respective drinking water standards as critical anal yes. These concentration levels would have heen 

suf-t'i'cient to effectively illustrate removal hy the treatment system. This list, based on historical data, 

would have included plutonium, americium, radium, uranium, gross alpha, and gross beta. As 

mentioned earlier. the hench-scale studies' ITPH water analyses indicated levels of plutonium, 

americium, and radium at or helow 1 pCi/L. Since the levels of these compounds, in addition to the 

concentrations of gross heta and metals, are either at or below their respective treatment standards, 

they are not su-nt to ~ S S ~ S S  the technology's removal ahility. Thus, plutonium, americium, 
-5 - 

and metals are noncritical -inalytical parameters for this demonstration. Uranium 

I remain critical analytical parameters for the demonstration. 

The anion analysis includes the following compounds: 

0 Fluoride 
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Chloride 

e Sulfate 

e Nitritelnitrate 
Phosphate 

0 Carbonate 

0 Ammonia 

These analyses will determine any potential radionuclide complexing. Some anions result in 

different cornplexed radionuclide states. Quantifying these anion concentrations will enable a more in 

depth examination of the demonstration’s analytical results. 

Aqueous phase organic compounds at concentrations in excess of 5 percent are known to 

affect the CPFM treatment system’s ability to remove metals and radionuclides. The concentrations 

of organic compounds in the ITPH 4isted in Table 2 4  are well below this level; therefore, 

interference due to organic compounds is not anticipated during the demonstration. However, the 

TOC analysis will verify that the concentration of organic compounds has not increased (since the 

date of the last analyses) sufficiently to cause removal process interference. 

TCLP analyses of the prefilttrwd solids and filter cake prior to stabilization will not be 

conducted; however, analyses for several compounds will be conducted. Concentrations prior to 

stabilization can be compared to the concentration in the TCLP extract divided hy a factor of 20. The 

reasoning behind this comparison is a follows. The TCLP includes a dilution factor of 20 times the 

sample volume. A compound’s concentration in a straight (non-TCLP) sample reduced by a factor of 

20 is a conservative estimate of that compound’s maximum concentration in the TCLP prepared 

sample. Since the TCLP results for metals and VOCs are noncritical parameters and no TCLP limits 

fw radionuclides currently exist, this general rule-of-thumb approach should be sufficient. 

Bench-scale studies conducted at RFP on ITPH water have assisted in determining the 

optimum operating conditions for the full-scale treatment unit for the SITE demonstration. A field 

umtability study conducted at an in-situ uranium mine located in Texas provided further information 

on the process equipment. The results from the waste characterization study and the bench-scale and 

treatability studies refined the testing objectives and test conditions for the CPFM demonstration; 
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specifically, the level of pH-adjustment, chemical addition, and the appropriate flow rates and 

corresponding filter bed residence times. The following summarizes the second bench-scale study 

which provided the most conclusive results. 

FFT conducted two bench-scale studies in  a laboratory at RFP using ITPH water: one in late 

June and another late September and early October 1991. The purpose of these studies was to 

optimize operating pH, sodium sulfide and sodium bisulfite addition, flow rates, filter bed residence 

times for the full-scale demonstration, and to prove the remediation capability of the technology. Due 

to Department of Transportation (DOT) shipping restrictions, suffjcient volume for bench-scale testing 

of RFP ITPH water could not be sent off-site. As a result, FFT’s bench-scale equipment was brought 

to the RFP site. The hench-scale equipment was downsized from the full-scale treatability study 

(mobile unit) equipment and was operated in hatch mode. The unit used in the bench-scale studies 

was a cmde, flanged version of the CPFM mobile unit. FF loo0 was slurried onto a polypropylene 

filter mesh within a flanged. vertical, filtering vessel to emulate filter beds. 

T h e  second bench-scale study occurred between September 30 and October 2, 1991 at RFP. 

The equipment for this stud) includul a singleflangd filtering vessel representing one filter bed. 

Approximately 40 gallons of ground water were used for this study. Flow rates during this bench- 

scale study approach4 0.05 gpm This study used ITPH water spiked with up to 30 pCi/L of 

plutonium-239, americium-231. and radium-226. The watei was spiked to more easily determine 

removal efficiencies for plutonium. americium, and radium since their concentrations were relatively 

low in the ITPH water during the previous bench-scale study. Eight test runs were conducted to treat 

the spiked ITPH water R u n  1 did not use chemical pretreatment, only contaminated influent passing 

through the filter media. This provided a baseline data set. Runs 2 and 3 were performed at a pH of 

8. Run 2 included addirion of sodium sutfide while Run 3 included addition of both sodium sulfide 

and sodium bisulfite. Runs  4 and 5 essentially mimicked Runs 2 and 3 ,  hut at a pH of 9. 

EG&G and FFT staff conducted the three remaining runs. Run 6 was performed with the 

same chemical conditions 

minute [ml/min]), and a slow flow rate (75 mllmin). For comparison, all the other runs were 

performed with flow rates between 150 and 200 ml/min. 

Run 3 ,  hut two flow rates were used, a fast flow rate (460 milliliters per 



In Run 7, minerals were added to the spiked water stream and allowed to soak overnight. 

The pH was adjusted to 9,  and sodium sulfide and sodium bisulfite were added. This solution was 

then pumped through the flanged unit containing FF loo0 as filter bed material. 

In Run 8, minerals and FF lo00 were added to the spiked water stream and allowed to soak 

overnight. The mixture of  minerals and FF loo0 was termed Filter Flow Plus. Sodium sulfide was 

the only chemical added. This solution was pumped through the flanged unit without any filter bed 

material pre-slurried onto the filter mesh. 

PRC collected influent, intermediate, and effluent water samples during this bench-scale 

study. Uranium, radium, and ICP metals samples were sent to PRC's SITE team member laboratory, 

Radian, for analysis. Samples for plutonium and americium were sent to S-Cubed laboratories in San 
Diego. The results from S-Cubed were suspect due to the use of an incorrect analytical method 

which caused radionuclide complexing in the sample. These results are not reported in the summary 

table, EG&G also analyzed of the samples. Additional analyses from EG&G had a lower detection 

limit enabling a determination of more accurate removal efficiency. Filter cake samples were not 

analyzed in this study because there was not enough filter cake generated to provide a sample. The 

goal of the study was to determine radionuclide removal from the water by the CPFM treatment 

system. The analytical results appear in Table 5-1. 

The operating equipment worked very well during the bench-scale study 11 experiment; no 

leaks were detected and no filter bed material was observed in the effluent. 

The results from this study reconfirm that uranium can be effectively removed from the 

waste. However, it went a step further and illustrated effective removal with no chemical . 

pretreatment. These test runs still showed only marginal removal efficiency for radium. The 

plutonium and americium results indicated excellent removal efficiencies. The main result drawn 

from the bench-scale study I1 is that uranium can be essentially eliminated from the ITPH water under 

any conditions posed by this bench-scale study. 





5.3 TASK DESCRUTIONS 

For purposes of this demonstration, there will be no pH adjustment or cb.emical addition as 

determined from the bench-scale and treatability studies. The desired pH will be approximately 8 and 

sodium hydroxide will only be added i f  the raw influent's pH is not close to 8+ Conducting the 

demonstration without any chemical addition greatly simplifies the process while providing the 

opportunity for acceptable removal efficiencies. 

The CPFM field unit will be used for the RFP SITE demonstration. During the 

demonstration, the flow rate of the influent and the filter bed configuration will be varied to evaluate 

the CPFM technology. The experiments are divided into two groups: group one (Runs 1 through 4) 

designed to prove the technology (proof of principle); and group two (Run 5) designed to determine 

the saturation rate of the filter media (breakthrough). Group one addresses reproducibility of 

performance. A summary of the t a t  runs appears in Table 5-2. 

Two premns will be mnductedl at 5 and 19 gpm using clean water (process water) only. 

These preruns will test tihe fittings, piping, and overall system integrity. The filter bed configuration 

used in test Runs 1 through 4 will be employed during the preruns. Pressure gauges, flow meters, 

mixer sped$, and other equipment specifics will be checked at this time. The same set of three filter 

packs will be used throughout both preruns. 
/ 

At the start of each test run, c l a n  water will be flushed through the system for 30 minutes. 

This will allow the filter media within the Nter pack to become thoroughly wet. Moreover, it seems 

that trace amounts of certain elements, such as barium and potassium, leach from the filter media 

during this flushing. A sample of the influent and effluent water will be taken 15 minutes after 
flushing starts, as the majority of leaching from the filter media will occur within this time. 

After flushing is complete, untreated influent will be pumped to the mini clarifier. Caustic 

will be pumped into this vessel to obtain a pH of 8 only if the raw influent's pH is not close to 8. 

M e r  approximately 30 minutes of settling time in the mini clarifier, the effluent will be pumped 

&rough the bag filters (which remove particles larger than 10 microns). Th e  contaminants of 



TABLE 5.2 

SUMMARY OF TEST RUNS FOR THE 
CPFM 7 " O u X ; Y  DEMON!STIWTION 

Clean water only, bed I configuration one 
2 I PI' 5 

Clean water only, bed I configuration one 
2 I lo I FT 

1 I 5 I 4 I ~ e d  configuration one 

2 5 4 Bed configuration one 

3 5 4 Bed configuration one 

4 10 4 Bed configuration one 

5 5 (10)' 24 Bed configuration one 
.. . 

Notes: 

8 gpm = gallons per minute 

b This column indicata any special conditions for the test run and identifies which filter bed 
configuration, om or two, will be employed. Filter bed configurations are described in 
Seaion 3.1.3. Also, contaminated influent will be used for all test rum unless indicated 
otherwise. 

C T" denotes prerun. 

Five gpm represents the flow rate to each colloid filter unit. Since there will be two colloid 
filter units in parallel, a total volumetric flow rate of 10 gpm will be required for Run 5. 

1 

I 



concern, nontritium radionuclides and metals, sbould remain in their colloid forms and pass through 

the bag filters enroute to the colloid filter unit. 

There are two configurations of filter plates for the RFP demonstration. Tbt group one 

Eonfiguration will employ a single colloid filter unit with three fdter packs; this will require two end 

plates and two inside plates. This configuration will allow the three filter packs to operate in series 

providing redundancy in removal capacity, There will be only one effluent stceam for this 

configuration, A composite sample of filter cake from all three filter packs will be sampled and 

analyzed to determine the level of contamination in the packs. Three runs at 5 gpm will provide 

reproducibility of performance data and one run at 15 gpm will provide removal efficiency data at a 

higher flow rate. Each run will last 4 hours. Fresh filter packs will be used for each mn. 

The group two configuration will employ two separate Wiioid filter units each unit with one 

filter pack; this will require two end plates for each unit. This configuration wiil allow the filter units 

to operate in parallel, provids two separate sets of data, and minimize the volume of water and time 

required to approach breakthrough of the filter bed material. There will be two separate effluent 

streams for this configuration. fdter cake from each fi!ter pack will be sampled prior to 

stabilization. Fresh filter packs will be used for the breakthrough run, This run should last 
approximately 24 hours. Breakthrough may not be reached within tbis period, but the trend analyses 

from the demonstration should provide a good indication of when it might occur. T k e  length of this 

run may also be reduced if it can be determined that breakthrough will occur before 24 hours have 

expired. 

T h e  effluent from each run will be routed to the effluent pH adjustaent tank. Here, 

hydrochloric acid will be added to the vessel to lower the pH to the original level, approximately 8. 

After 20 to 30 minutes, the material is continuously pumped to the IMnRA storage tank. . -  

After each run, -the processing equipment (without filter packs in place) will be purged for 

10 minutes with clean water at 5 gpm. This purge water will also be discharged to the I M A M  tanks. 

"Fhe field equipment will be designed to process up to 50 gpm of water, but the demonstration 

will only be run at 5 and 10 gpm. Between 1,200 gallons and 15,OOO gallons of storage tank water 
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will be required per operating day. Between 200 and 1,200 gallons of clean water will be required 

per day for preruns and flushing between runs. Table 5-3 summarizes the water needs for the field 

demonstration. Clean water will be kept in a portable storage tank and refilled by tanker truck when 

needed. The storage tank water will be pumped directly to the mini clarifier rather than to an influent 

holding tank. Due to the nature of the water contamination, the PRC SITE team and EG&G staff 

decided that equipment exposure to the untreated influent should be minimized and an influent holding 

tank should be eliminated. The capacity of the IM/IR4 tank is 500,OOO gallons. EGBG officials 

stated that one of the storage tanks should be full and another should be half-full during normal 

operations. Thus, a shortage of influent is not expected. 

Preliminary calculations estimate 10 gallons (approximately 50 pounds) of filter cake would 

be produced for a 1-week testing period. Potential characteristics of the filter cake are based on 

bench-scale and treatability study results. Due to the presence of TCLP metals, the filter cake 

produced in the demonstration will probably be low-level mixed waste. The organic concentration of 

the influent water treated is at or below detection limits. Thus, it is unlikely the filter cake will 

contain organic concentrations above TCLP levels. The filter cake will be sampled prior to 

stabilization to gather qualitative information concerning the removal efficiency of the treatment 

system and the effectiveness of the stabilizing agent. All filter cake and prefiltered solids will be 

cornposited, stabilized, and sampled to facilitate storage. 

T h e  PRC SITE team plans to complete one test run per day. The schedule is summarized 

helow: 

1 1-4 
5 

- DAY 

2 1 
2 
3 4  
5 

3 1-5 

ACTIVITY 

Set up, area preparation, and equipment assembly 
Preruns 1 and 2 

A C T I V W  

Runs 1 and 2 
Runs 3 and 4 
Run 5 
Free day 

Decontamination, equipment disassembly, and demobilization 





The schedule offers some flexibility because the premns can be performed in the later half of week f, 
and Runs 1 through 5 can be performed in week 2 (with 1 day free for problem solving). Work is 

not scheduled for the weekends but can be scheduled to make up lost time. 

5.4 OPERATING PLAN 

Site Reparation, Equipment !?&-up, and Waste Collection 

Site preparation, equipment set-up, and waste collection include the following activities: 

Providing site improvements 

Connecting utilities 

Collecting wastes for treatment 

Providing health -and safety equipment 

Transporting and assembling the CPFM system equipment 

Providine Site ImarovemenB 

The demonstration area will be located adjacent to the IM/IR4 tanks in the tank pad area (see 

Figure 51). Minimal site preparation will be required because the system will be mounted for 

transportation and operated on a flat-bed trailer. The trailer will be parked in a bermed area. 

An area (approximately 10 feet by 10 feet) adjacent to and west of the CPFM staging area 

will be resewed for storing drums containing pbtentially hazardous waste. This area will be lined 

with polyethylene sheeting (at least 30 millimeters thick) and surrounded by a berm constmcted of 
either wood or sand bags. 

Earth work will not be required at the site, as maintained and dirt roads lead to the teSt area 
and a well graded area exists for placement of the process system. Fencing of the demonstration area 
will not be required because this area is within the RFP secured area. 
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PRC will install an office and laboratory trailer or rent a small recreational vehicle. This 

trailer is expected to be located in the parking lot downhill of the demonstration area. The trailer will 

serve as a field office and on-site laboratory and will store small equipment (for example, sampling, 

monitoring, and health and safety equipment). The trailer will also sewe as an area where daily 

meetings may be held with on-site personnel involved in the demonstration. PRC will also install two 

portable toilets near the office and laboratory trailer. Folding tables, with an overhead tarp, will be 

set up adjacent to the CPFM trailer. These tables will be used for sample preservation and shipping 

preparation. 

Providing Hea Ith and Sa fetv Eau bment 

The PRC SITE team will supply all health and safety equipment for its field personnel and for 

EPA personnel. Health and safety equipment will be delivered to the site and stored in the office and 

laboratory trailer. FFT will be responsible for supplying health and safety equipment for its field 

personnel. The PRC SITE team's detailed health and safety plan for the demonstration appears in 

Appendix B. 

Transoortinq and Assembling CPFM Syste m EauiDrnca 

FFT will be responsible for supplying all equipment necessary for transporting and assembling 

the process equipment at RFP. The CPFM system equipment is to be transported to the site on a flat- 

bed trailer. EG&G will install all piping and appurtenances necessary for transporting the I M A M  

tank water to the treatment system. In addition, EG&G will be responsible for installing equipment 

to transport treated water from the treatment unit (on the flat-bed trailer) back to the IMAM tank 

(see Section 2.2.4). FFT will be responsible for connecting influent and effluent lines to the CPFM 
system. 

Connecting Utilities 

PRC will coordinate with EG&G to provide electricity required at process system locations 

specified by FET. PRC will arrange for the installation of metering devices for measuring the 

electricity used by the CPFM system. EG&G will connect power lines to the demonstration 

5-15 RE:(#7-2723\cpfm\~rtda1dy. wpLtport.d\8-26-Esn 



equipment ond the office and laboratory trailer, if needed. Ln addition, electricity will be supplied to 
flood lamps to be wed while operating the system at night. 

PRC will obtain high performance liquid chromatography (HPLC) grade distilled water from 
PRC’s equipment warehouse for mwurement instrumentation decontamination. PRC will purchase 

distilled water for sampling equipment decontamination from a local grocery store. All distilled water 

will be stored in the on-site office laboratory trailer. 

PRC will procure a 1,000-gallon storage tank for storing process water. PRC will coordinate 

with EG&G to determine where water may be accessed for this purpose, and to determine possible 

methods for filling the 1,000-gallon storage tank. If necessary, a tanker truck may be rented for 
supplying process water at the site. 

Telephone communication will be through two cellular phones. 

mlectine Waste fo r Treatment 

The CPFM technology will be demonstrated using water stored in the IM/IRA tanks. Three 

500,000-gallon tanks will be used to store ground water collected in the ITF” sump from the 

interceptor trench system (french drain) surrounding the solar evaporation ponds. EG&G staff stated 

that one tank should always be full ,  another tank may be half-full, and the third tank is an emergency 

storage tank. The easternmost tank is the tank that will always be full. This tank will supply the 

influent stream for the process. It will also receive the treated effluent from the treatment system. 

Due to the large volume of water in the W, it is highly unlikely that dilution of the influent stream 

will result from the effluent stream being pumped back to the tank. 

System Startup and &onstradon - -  -- -- 

d 

FFT will conduct startup twting of its demonstration equipment after site preparations are 

completed, demonstration equipment and support facilities are installed and connected to utilities, and 

monitoring equipment has been calibrated (the developer is responsible for calibrating all monitoring 

equipment associated with the CPFM system). During startup, two preruns using clean water will be 
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During each prerun, piping will be checked for leaks and all monitoring and process equipment will 

be inspected for proper operation. Any problems or deficiencies identified during the startup phase 

will be corrected before the demonstration begins. 

After startup procedures are completed, the demonstration program will begin. During the 

demonstration, five test runs will be performed in 1 week. Process monitors, meters, and instruments 

will be calibrated prior to each prerun and test run. 

Only one operating parameter, water flow rate, and one equipment set-up parameter, bed 

configuration, will be varied during the demonstration. Other process parameters, such as operating 

pressure and FF loo0 volume, will be Constant. The ftrst three mns will be at a constant flowrate of 
5 gpm and will determine the system’sability to consistently produce treated water meeting effluent 

goals. The fourth mn will be performed at 10 gpm, This mn will provide data indicating the effect 

of increasing process flowrate on effluent quality. The CPFM system will be operated for 4 hours 

during the first four rum, In order to induce high removal effkiencies within the system and 

minimize the volume of water required, all four rum will be conducted using three filter packs in 

series. 

’ 

- 

The final run will determine the time required to reach breakthrough in the filter packs. For 
the purpose of this demonstration, breakthrough will be defined as the point at which effluent goals 

for radionuclides are no longer achieved. Run 5 will be performed using two colloid filter units with 

one pack each in parallel and a flowrate of 5 gprn. This run will be approximately 24 hours. Less 
time may be allotted to determine breakthrough of the filter packs. In the event that an insufficient 

amount of ITPH- water is available to reach breakthrough, or breakthrough is not actually reached in 

24 hours, $e f4 will be analyzed to estimate the predicted time required for breakthrough. 
- .* * _ _  

-* r: 
AlH3dcake will be removed from the filter packs and sampled before and after 

stabilization. Thk packs will be opened, sampled, and disposed in accordance with procedures 

outlined in Appendix A. 
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During each test ma, liquid and solid samples will be colleaed. Liquid samples include 

uatreatad water; prefilter& water (the htwmediate strwn); aod effluent water. Solid samples include 

prefiltered solids, filter cake removed from the fiiter packs before stabilization, a d  the stabilized 

mixture (filter a k e  and prefiltered solids). ' b e  majority of the samples will be sent to Radian's 

laboratory in Austin, Texas for analyses. Plutonium and americium analysis will be conducted at 

Accu-labs in Golden, Colorado. Some samples will be collected for field measurements. The 

number of samples to be collected at each location, the frequency of sampling, and the rationale for 
sampling and analysis parameters are presented in Appendix A. The parameters to be analyzed on- 
site versus off-site are also discussed in Appendix A. 

Due to the lack of homogeneity of the filter cake in the pack, a mass balance across the 

system (including liquid and solid material) may not prove worthwhile. A mass balance across the 

system will not provide g o d  quality data because the CPFM treatment system is not a perfectly 

closed-loop system. Potential interferences, both chemical (unprediaed chemical complexing) and 

physical (adsorption of contaminants onto the process equipment), make an accurate mass balance 

difficult. The level of filter cake contamination will be determined for disposal purposes. 

After each demonstration run, the CPFM system equipment will be flushed with clean 

(process) water. 

Jhmntamination and Demobilization 

Decontamination will be necessary for the CPFM demonstration equipment, support 

equipment, and sampling equipment, FFT will be responsible for decontaminating the demonstration 

unit. EG&G will be responsible fordemntaminating support equipment (such as piping to and from 

the demonstration unit). PRC will be responsible for decontaminating all sampling equipment. 

Disposable sampling equipment will be used as much as possible, thereby removing the need 

for decontamination after each run. Disposable protective clothing, such as coveralls and gloves, will 

be collected in 55-gallon drums and disposed of as directed by EG&G. 



Stainless steel scoops will be used to sample filter cake solids and will require 

decontamination during the technology demonstration. Decontamination procedures for the sampling 

equipment are described in Appendix A. 

CPFM equipment will be decontaminated before being transported to the site and after the 

demonstration. Any process equipment which has been potentially exposed to the contaminated water 

or other hazardous materials and is readily accessible will be decontaminated using high pressure 

steam. Decontamination of the process equipment may take place at a separate decontamination area 

at RFP. EG&G will dictate the specific decontamination procedures required. Decontamination 

water (decon water) will be collected in drums and routed to the IM/IIU tank. Process equipment 

(such as piping and pumps) will be decontaminated by flushing the system with process water for a 

30-minute period. This decon water will also be routed to the IM/IRA tank. 

After the demonstration program is completed and an-site equipment is disassembled and 

decontaminated, demobilization activities will begin. Demobilization of the CPFM process equipment 

will be the responsibility of FFT. Equipment demobilization will include disconnecting utilities 

(EG&G's responsibility), transporting the trailer-mounted equipment off-site, and returning support 

equipment rented by the PRC SITE team. EG&G will make final disposal arrangements for wastes 

generated from decontamination activities. After the demobilization is completed, PRC, EPA, DOE, 
and EG&G will perform a final inspection of the site and confirm that the site is restored to its 

original condition. 

Soil samples will be collected for analysis in the event that soils may have been exposed to 

contaminated water or other hazardous materials as a result of spills. The number and location of 

sunpks will depend on the suspected extent of contamination. Samples wiH be placed in appropriate 

containers, labeked with the required data, field logged, immediately placed on ice in ponable chests 

(if necessary), and sent to the laboratory for analysis. If contamination above acceptable levels is 

detected, the soil will be excavated. drummed, and disposed in accordance with federal and state 

requirements under the guidance of EG&G and the financial support of Superfund, 



6.0 EQUXPMENT AND MATERIALS 

The followhg main components make up the CPFM system: (1) mini clarifier with filter 

press, (2) bag filters, (3) transfer pumps, (4) colloid filter units, (5) an effluent pH adjustment tank, 
rad (6) filter cake stabilizing equipment. 

The mini clarifier has a nominal volume of 500 gallons. It is designed to allow bulk solids to 

settle out of the influent prior to treatment in the CPFM system. It is also equipped with a mixer in 

the mixing section if chemical addition is required, 

The bag filters are made of heavy-duty filter cloth which acts as in-line screens to remove 

particles larger than 10 microns. The separated particles are removed from the bag filters and placed 

in the solids disposal container for stabilization with ChemSorb-500. They will be disposed with any 

collected prefiltered solids. Fresh bag filters will be used for each run. 

Transfer pumps are required for pumping the water between the filter press and mini clarifier, 

to the colloid filter unit, to the effluent holding tank, and to the IM/IRA storage tank. These 

diaphragm pumps have a rated capacity of 25 gpm. The transfer pump to the colloid filter unit is 

controlled with an air pressure gauge which operates between 5 and 100 psig. The other pumps will 

be equipped with a rotameter downstream of tire discharge side. The CPFM system also includes two 

20-galIon buckets, each equipped with a small, less than 5 gpm, transfer pump to store and pump the 

sodium hydroxide and hydrochloric acid solutions. 

The colloid filter unit is approximately 7 feet high and 3 feet square. It is skid mounted, 

preassembled, and has few moving parts. It is equipped with influent and effluent polyvinyl chloride 

V C )  piping and valves. The filter plates are positioned on vertical supporting bars and pressed 

t o g e h r  using a hand controlled hydraulic pump to approximately 50,000 psig of pressure. Filter 

plates are 26 inches square, have a 2-inch width, and are constructed of very strong plastic. Each 

filter pack is constructed of a durable, fibrous, polymer material. They each contain a premeasured 

amount (approximately 0.364 cubic feet) of the complexing agent FF 1OOO. The filter packs are 

placed horizontally between facing plates. Each pack is equipped with edge tabs for handling. 



The effluent pH adjustment tank uses a hydrochloric acid solution to adjust the pH to 

approximately 8. The tank is constructed of polyethylene, has a capacity of 200 gallons, and is 

equipped with a mixer. 

The filter cake stabilizing equipment consists of two 55-gallon drums, one 30-gallon solids 

mixing vessel, and a solids mixing device. The ChemSorb-500 will be added directly to the solids 

mixing vessel with pour spouts from the storage bags. 

All the components of the CPFM system that come in direct contact with the contaminated 

water and filter cake are made of stainless steel, Teflon', or plastic to minimize contamination of  the 

process stream by the construction materials. 

All process equipment will be mounted and operated on the bed of a trailer truck. The 
developer claims that once on-site, the unit can be operational within a week if all the necessary 

facilities, equipment, utilities, and supplies are available. On-site assembly and maintenance 

requirements are expected to be minimal. After the demonstration is completed, the unit should be 

demobilized within 1 week. 

6.1 SITE PPlEFARATlON AND TECHNOLOGY SUPPORT REQUIREMENTS 

Before the CPFM system can be mobilized onto RFP, an area must be prepared to meet the 

needs of the technology demonstration. Minimal site preparation is expected because the system can 

be mounted, operated, and tested on a flat-bed trailer. Also, the demonstration staging area is already 

level and covered with loose gravel so excavation and compacting wilt not be needed. - 

Approximntdy 1,OOO square feet (approximately 45 by 22 feet) of relatively flat ground 

surface is needed for the trailer and demonstration support equipment such as folding tables, chemical 

drum storage, and potentially hazardous waste storage containers. The of ice  and field laboratory 

trailer will be parked in a nearby parking lot to minimize potential contamination of the trailer and 

avoid congestion at the demonstration staging area. After the demonstration, all equipment will be 

decontaminated and removed off-site if it meets DOE and EG&G requirements for off-site removal. 

# it hoes not, the equipment will be stored on RFP and become the property of DOE. 



Tcchnology&mo rt Reau iremw 

Technology support requirements, including utilities, facilities, equipmeat, semi-, and 

supplies, are described below. 

Utilities required for the demonstration include the following: 

Water: Clean (process) water is required for system operation and process equipment and 

personnel decontamination. During operation, the system will require process water for the 
preruns and for wetting the filter packs and flushing between the test runs. Decontamination 

needs are estimated to be 50 gpd. A 60 psi hose connection will be needed for 

decontamination. Final decontamination will require about 1,OOO gallons of water. Water 

usage will be recorded for each run, Drinking water (bottled water) needs are estimated to be 

5 to 10 gpd. 

Electricity: Electricity is needed for the process equipment and field laboratory equipment. 

The equipment rquires 120 volt, 30 amperes electrical service. Additional electrical outlets 

will be needed mainly for operating the f i d d  and lahratory equipment. A diesel powered 

aEectric generator will be procured. A backup generator will dso be available during the 

demonstration, should the initial generator fail. A separate, smaller generator may be needed 

to operate a field trailer (unless a recreational vehicle is rented). Electrical power usage will 

be measured by a standard watt meter. 

Cwnpmsed Air: An air compressor and dated equipment for generating compressed air at a 

minimum of 100 psi are required for operating the process equipment. An air compressor 

will be brought on-site and hooked up to the electric generator. 

Telephone: Telephone service is required mainly for ordering equipment, parts, chemical 

supplies, scheduling deliveries, and emergency communications, Two cellular telephones are 

preferred. 

. .  



Support facilities needed for the demonstration include an of ice  trailer measuring 10 feet by 

20 feet with furniture and filing cabinets to file data collection reports and store small equipment and 

supplies. A small recreational vehicle may be rented instead of an office trailer. EG&G staff stated 

it is sometimes difficult to get a trailer to particular locations on the plant site. 

One portable chemical toilet will be required near the office trailer, unless a recreational 

vehicle is rented and equipped with a restroom. 

Eaubmen t 

Support equipment includes storage tanks for equipment washdown and decontamination rinse 

waters, equipment for filter cake disposal, a dumpster, a forklift with operator, pumps, sampling 

equipment, health and safety-related gear, and a van. Specific items include: 

One 50O-gaIlop1, polyethylene storage tank to contain the equipment washdown and 
decontamination rinse waters 

Two 55-gallon stainless steel drums with lids for filter cake disposal, and two 55- 
gallon open head plastic lined drums to store used disposable health and safety and 
sampling gear prior to disposal 

One 55-gallon open h a d  plastic lined drum to use as a solid wzte  dumpster to store 
nonhazardous wasteS prior to disposal 

Decontamination appurtenances as required by RFP standard operating procedures. 

A forklift with operator for equipment set-up and for moving drummed wastes 

Sampling equipment to sample aqueous media and contain the filter cake, described io 
Appendix A 

Analytical equipment for measuring parameters at the demonstration site, described in 
Appendix A 

Health and safety-related equipment, such as a first-aid kit and protective coveralls, 
latex or similar inner gloves, nitrile outer gloves, steel-toed boots, disposable 
overmu. safety glasses, air purifying respirators, and hard hats 
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Equipment to stabilize the filter cake including, at a minimum, long handled plastic 
prddie for mixing composite d e  

A van to transport oversight personnel and supplies 

Supplies required for the demonstration include various reagents, chemicals, office supplies, 

and sampling supplies. Specific supplies include the following: 

Laboratory reagents, chemicals, and deionized or distilled water for conducting field 
analyses and rinsing sampling equipment. 

Office supplies such as folding tables, chairs, filing cabinets, lamps, paper and writing 
supplies, and a tarp to place over the field folding tables. 

Sampling supplies, such as sampling bottles and containers, ice, labels, forms, and 
shipping containers. The quantities and typw of sampling supplies will be based on 
the analyses to be performed as described in Appendix A. 

Services for this demonstration, including area security, will be provided by EG&G. 
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7.0 ANALYTICAL PROCEDURES AND DATA MANAGEMENT 

The sampleS collected during the CPFM treatability study will be analyzed using approved 

methods. These methods will yield scientifically valid, defensible, and comparable data through 

proper data management. These analytical procedures and data management are discussed in the 

following sections. 

7.1 ANALYTICAL PROCEDURES AND CALIBRATION 

The methods and procedures used to prepare and analyze samples are discussed below. 

7.1.1 Selection of Analytical Methods 

In selecting appropriate methods to analyze the samples from the CPFM treatment system, the 

PRC SlTE team has taken into account the specific analytes of interest, the sample matrix, and the 

minimum detectable concentrations needed for the project. The selection process involved the 

following hierarchy: 

( I )  EPA-approved methods described in the following references: 

(a) Test Methdsfbr  Evaluating Solid Waste, Volumes IA-IC: Laboratory 
Manual, Physicul/chemical Methods; and Volume Il: Field Manual, 
Phyical/QKrnical Methods, SW-846, Third Edition, Office of Solid Waste 
and Emergency Response, U.S.  Environmental Protection Agency, 1986. 

(b) Methods for chemical Analysis of Water and Wastes, EPAd0014-79420, 
Revised March 1983, Environmental Monitoring and Support Laboratory, 
Cincinnati, OH, U.S. Environmental Protection Agency, and subsequent EPA- 
43” Technical Additions. 

Prescribed Procedures for Measurement of RadioactiM’ry in Drinking Water, 
Environmental Monitoring and Support Laboratory, U .S. Environmental 
Protection Agency, EPA-60014-80-032, 1980. 

(c) 

Approved standard methods such as Standard Methais for the ExMu’nation of Water 
and Wustewer,  17th Edition, APHA, AWWA, and WPCF, 1989. 

Other standard methods, such as those published by the American Society of Testing 
Materials (ASTM). 



(4) Published methods with pertinent mezhod validation data, if available. 

Table 7-1 SwnmarizeS the analytical methods chosen. Table 7-2 summar- the calibration 

rsquiremwnts for each method. Additionally, the calibration procedures are describad in more detail 

in Section 7.1.2. The radionuclides will be analyzed using EPA- or ASTM-approved metbods where 

q p l  icabl e. 

7.1.2 Calibration Rocedure and Frequency for Analytical Equipment 

This section describes the calibration procedures and frequency of calibration for each 

analytical system. Specific calibration procedures for standard, EPA-approved methods are described 

in the published method protocols that are referenced. A summary of calibration procedures appears 

in Table 7-2, including frequency of calibration checks, acceptance criteria, and corrective action. 

Calibration standards are prepared from standard reference materials obtained from EPA or 

commercial sources. Calibration check samples are prepared independently or from sources other 
than that used for calibration. Calibration data will be recorded in the instrument log book and 

referenced to the standards preparation log to identify the source and method of preparation of the 

standard solutions used. All the field analytical equipment will be calibrated prior to shipment to the 

field. The following sections describe calibration procedures. 

7.1.2.1 Analysis for Extremely Low hvek of Plutonium and Americium in Water 

Methods for the analysis of extremely low levels of plutonium and americium in water, less 
Ehyl 0.5 pCi/L, are often developed independently at various nuclear facilities. The method selected 

fix this situation is that developid at RFP Marhum Stnsitiviry Procedures for Isolation of PIuonium 

and Americium in compOsircd Waer Samples, RFP Procedure Number HEA-0018. This procedure 

has been used by RFP personnel to analyze hundreds of samples annually and has been validated by 

RFP. Because the method is not widely published, a brief summary is included below. 

. 
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Liquid samples are aliquoted, spiked with plutonium-236 and curium-244, and evaporated to 

mar dryness. Nitric and hydrofluoric acid are then added to destroy organic components and 

nilicttes. Once dissolution is complete, the sample is evaporated to dryness. Solid umples are 

weigbd, spiked, dissolved in nitric and hydrofluoric acid, and dried. Tbe ample is then redissolved 

in nitric acid. The nitric acid solution is added to the anion exchange column. Americium, with its 

arriwn-244 spike tracer, passes through the column while the plutonium, with the plutonium-236 

spike tracer, is held by the column resin until it is eluted from the column by washing with nitric and 

bydrofluoric acid. The americium is sequentially extracted from the solution that passed through the 

column using dibutyl-N,Ndiethylcarbarnylphosphonate (DDCP) and hydrochloric acid. The 
americium bearing hydrochloric acid solution is added to a cation exchange column and the 

americium, with the curium-244 spike tracer, is eluted from the column with more concentrated 

hydrochloric acid. The plutonium and americium containing solutions are acidified to destroy aqy 

organic compounds from the resin and evaporated to dryness. The plutonium and the americium plus 

curium are then electrodeposited onto stainless steel planchets and counted by alpha spectrometry. 

This method has the advantage over EPA Method 907.0 in that the addition of the spike 

tracers allows an accurate assessment of the plutonium and americium recovery to be made for every 

sample. Additionally, the procedure of separating plutonium and americium from the matrix using 

anion and cation exchange columns rather than a sequence of coprecipitation and solvent extraction 

steps appears to be less subject to matrix interferences than 907.0. 

7.1.2.2 Alpha Beta Gas Roportionol Counter 

The alpha beta gas-proportional counter is calibrated when the laboratory manager decides 

that repeated instances of failure to meet acceptance criteria is attributable to a nonrepresentative 

calibration curve, The calibration curve consists of at least 10 points. Three solid check standards 

are run daily to check instrument operation. An internal standard and blank are run with every set of 
10 samples. 



7 . 1 3 3  Alpha !Scintillation Counter 

The alpha scintillation taunter is calibrated when the laboratory manager decides that repeated 

instances of failure to meet acceptance criteria is attributable to a nonrepresentative calibration curve. 

The calibration curve consists of at least 10 points. The counter is regularly run without samples to 

establish that the counter has not been contaminated. A solid check standard is run daily to check 

instrument operation, An internal standard and blank are run with every set of 10 samples. 

7.1.2.4 Alpha Spectrometer 

The aipha spectrometer is calibrated for energy and counting data. The energy calibration is 

performed monthly using a standard source containing uranium-238, uranium-235, uranium-234, 

ptutonium-238, and curium-244. Energy calibration is performed more frequently if there is a 

significant shift in the calibration as determined by the Accu-lab Radiochemistry Group Supervisor. 

The counting calibration is performed weekly using the same standard source containing uranium-238, 

uranium-235, uranium-234, plutonium-238, and curium-244. The calibration is also performed on a 
daily basis per sample by counting a marker for 30 seconds to demonstrate the correct instrument 

operation, 

To determine instrument background, a clean stainless steel disk is counted in each detector 

chamber on a monthly basis. Instrument background is performed more frequently if there is a 

significant increase in background as determined by the Accu-lab Radiochemistry Group Supervisor. 

An LCS and a reagent blank sample are analyzed witb every set of 10 samples; a sample 

replicate is analyzed with every set of 10 samples as the sample volume is available. Acceptance 

criteria are: f 20% of the true value for the LCS; & 3 sigma of the running mean of the last 30 

results or less than 5% of the actual sample result for the reagent blank; and at the 99% confidence 

level for the sample replicate. 
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7.13.5 Anions 

me analysis for anions consist of five methods: ion chromatography for chloride, fluoride, 

and sulfate; a nkritelnhate method; a phosphate method; an alkalinity metbd for carbonate; and an 

rmmonia method. 

7.13.5.1 Ion Chromatogmphy 

The ion chromatograph is calibrated daily by analyzing standard solutions containing the 

anions of interest (chloride, fluoride, and sulfate), The calibration uses a minimum of five points. 

The correlation coefficient of the resulting calibration curve must be greater than 0.995 or the 

calibration is repeated. The calibration cuwe is verified by analyzing QC check samples. Tbe results 
for the check samgies must agree within 10 percent of the expected value or the instrument is 

recalibrated. 

7.1.2 S.2 Colorimetric Determination of NitritdNitrate 

A calibration curve is consmcted using a blank plus five standards. sShe correhtion 

coefficient for the calibration curve must exceed 0.995. QC samples from an independent source are 

checked at a ftequency of 10 percent. The acceptable recovery of the check sample is f 15 percent. 

7.1.2.5.3 . Colorimetric Werrnination of Phosphate 

A calibration curve consisting of a blank and five standards is consbvcted daily. The 
correlation coefficient for the linear equation must be greater than or equal to 0.995. A QC check 
sample is analyzed at a frequency of 10 percent, The acceptable recovery error for the check sample 

is 5 15 percent. 

7.1.2.5.4 Alkalinity Method for Carbonate 

Calibration consists of a thra-point calibration using 10.0, 7.0, and 4.0 pH buffers. The acid 

titrant is standardized each time against reagent sodium carbonate standard solution. Duplicate 
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determinations should agree within 5 percent. O n e  check sample from an independent source is 

analyzed per batch at a frequency of 10 percent. Acceptable error is f 20 percent. 

7.1.2.5.5 Colorimetric Determination of Ammonia 

A calibration curve is constructed using a reagent blank and five standards on a daily basis. 

The correlation coefficient must exceed 0.995 or the calibration is repeated. Samples are duplicated 

and spiked at a frequency of 10 percent. A QC check sample is analyzed for every 10 samples; 

recovery must be within f 15 percent of the expected value. 

7.1.2.6 Inductively Coupled Plasma Emission Spectroscopy (ICPES) 

The ICPES instrument is calibrated daily by analyzing a calibration standard and a calibration 

blank. The calibration blank and standard are prepared daily from commercially available standards 

and deionized water. The rarpective response factors resulting from the calibration analyses are 

calculated and stored in the ICPES computer. 

Following calibration, the initial calibration verification (ICV) standard solutions are 

reanalyzed as samples. The measured values must agree within 10 percent of the vdues for the ICV 

Svldard solutions. At the beginning of the analytical run, and as the analyses proceed, the calibration 

of the instrument is checked by analyzing ICV standard solutions as in the initial calibration 

verification. Additionally, a continuing calibration verification standard (CCV) is analyzed at a 

frequency of 10 percent, The values measured for the CCV must agree within 10 percent of the 

expected values, If the recoveries for the ICV and CCVs are not acceptable, the instrument is 

malibrated and the samples affected are reanalyzed. The sources of the ICV, CCV, and all other 

QC standards are independent from those for the calibration standards. 

A calibration blank is analyzed at a frequency of 10 percent as the analyses proceed. The 
W~es for the calibration blank must be within 10 percent of the mean value for prior calibration 

blanks. If the data for the blank do not meet these criteria, the problem is corrected, the instrument 

k rccalibrated, and tbe previous 10 samples are reanalyzed. 
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A rcagent blank, containing all the tengents and diluted to the same volume as the samples 
hvolvsd, is prepared dongside the samples and analyzed at a frequency of 5 pmt or once per 

analytical batch. "he rtagent blank should contain each mdyte at concentrations less than the 

qwntitation limits. 

An interference check standard is analyzed at the beginning, end, and at intervals during the 

analyses of a batch of samples. Tl is  standard contains the analytes of interest at minimal 
concentrations in the presence of known concentrations of interfering elements. If the results do not 

agree within 20 percent of the expected values, the instrument is recalibrated before analyses 

continue. * 

7.1.2.7 Total Organic Carbon - liquids 

The TOC instrument is calibrated daily using a calibration blank and several calibration 

.. standards covering the working range of the instrument. The correlation coefficient of the resulting 

calibration curve must be greater than 0.995 or the calibration is repeated. The calibration of the 

TOC instmrnent is verified initially after calibration and subsequently as analyses proceed by analysis 

of a check standard. The results for the check sample mist agree within 20 percent of expected value 

or the instrument is rdibrated. 
-a 

&a analytical blank is analyzed once per sample batch. The data for the blank are used to 

assess contamination and should be less than five times the detection limit. 

7.1.2.8 Total Organic Carbon - Solids 

The Perkin Elmer 240C elementat analyzer is calibrated daily using at last five calibration 

standards over the working range of the instrument. The K factor resulting from this calibration must 

be 20 fS for C, or the calibration is repeated. The calibration of the demental analyzer is verified 

by analyzing a calibration check sample idtially after calibration and subsequently at a frequency of 

10 percent as analyses proceed. The results for the check sample must agree within 10 percent of the 

expected values or the instrument is recalibrated. 
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A QC check sample is prepared with the samples. This QC check sample is analyzed prior to 

analyses and after every five samples. The results for the QC check sample must agree within 20 

percent of the expected value for analyses to proceed. 

7.1.2.9 Total Dissolved Solids and Total Suspended Solids 

The analytical balance used to perform these gravimetric analyses is calibrated daily with 

National Institute of Science and Technology (N1ST)-traceable weights. The balance is recalibrated if 
the acceptance criteria are not met. 

7.1.2.10 Moisture Content of Solids 

The moisture content of solid samples will be determined using ASTWD2216. The balance 

used for the determination will be calibrated daily before use. Duplicate determinations of moisture 

content will be performed at a frequency of 10 percent. 

7.1.2.1 1 pH Meter 

The meter used in the field for measuring pH of an aqueous solution is calibrated by use of 
commercially obtained standard buffer solutions at a minimum of two values (for example, pH 4 and 

-pH 7 ) .  The meter is calibrated daily and checked fbr continuing calibration accuracy at the beginning 

and end of each S ~ ~ U ~ R M  of masuremenu. The recorded pH value will be compensated for 

temperature variations. 

7.1.2.12 Temperature 

Temperature will be measured using a YSI specific conductivity meter (SCM) with a 

thermocouple. The thermocouple will have been calibrated using a NIST-traceable and -certified 

thermometer according to MC Method 170.1. The thermocouple will be checked daily with a NIST 

traceable thennometer. 

7-17 RE:M7-2~3\cpfm\txts&dy, wp\rcport.d\8-26-91m 



7.13.13 lElectricpl Conductivity 

Tltc cbdcal conductivity meter used in the field will be calibrated daily using a standard 

reference solution. 

7.13.14 Balance 

The balances used in the field and the Radian laboratory in Austin, Texas will be checked for 

accuracy with certified weights. The balances will be calibrated daily. The radiochemistry balance 

uses am internal calibration mass on a daily basis, This value is recorded in the laboratory book. 

7.1.2.15 Flow Rate Rotameters 

Water flow rates will be measured by rotameters. These rotameters will be field calibrated at 

the beginning and end of the demonstration. The time it takes to fill a premeasured container will be 

measured for three flow rates. A stopwatch will he used and each measurement will be taken at least 

three times. 

7.1.2.16 Watt-hour Meter 
..++ 

Ehctrical power usage will he measured by a standard watt-hour meter. The date of factory 

calibration will be noted along witb any other certification information. 

7.1.2.17 Pressure Drop 

h s w e  drop will he m a w r e d  by a standard pressure gauge. T h e  date of factory calibration 

will be noted along with any othe: cenification information. 

7.2 DATA MM’AGEMEhT 

Fm laboratory data to he scientifically valid, defensible, and comparable, the correct 

quatiom and procedures must be used to prepare those data. T h e  following sections describe the 
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PRC SITE team's data management including data reduction, validation, and reporting procedures to 

be used in this treatability study. In addition, performance and system audits and corrective action 

are discussed. 

7.2.1 Data Reduction 

Each analytical method contains detailed instructions and equations for calculating the 

respective compound or parameter concentrations. The PRC SIT'€ team will use those procedures to 

calculate the analytes' concentrations and report the results as follows. For liquid sample analyses 

(for example, untreated water, treated effluent), calculated results will be reported as micrograms per 

liter (pg/L) VOCs, for TOC, TSS, TDS, anions; mg/L for metals; and pCi/L for radionuclides. For 

solid sample analyses (filter cake), calculated results will be reported as milligrams per kilogram 

(mglkg) for metals and pCi/g for radionuclides. Aqueous sample pH results will be reported as is, 
since they are direct-read, temperature-compensated measurements. Temperature measurements will 

be reported in degrees Celsius, The reporting units for the remaining parameters are specified as 

follows: 

J?awJEm 
Moisture content (S) 
Bulk density (S) 
Flow rate (L) 
Pumping period 
Pressure drop 
Volume 
Mass (S) 
Electrical conductivity (L) 

w 
Percent 
Milligrams per cubic centimeter 
Gallons per minute 
Minute 
Pounds per square inch gauge 
Gallons 
Pounds 
Micromhos per centimeter 

Note: (L) = Liquid sample 
(S) = Solid sample 

The analysts responsible for the measurements will enter raw data into log books or on data 

sheets. In accordance with standard document control procedures, the laboratory will maintain on file 
the original copy of all data sheets and log books containing raw data and instrument calibration data, 

signed and dated by the responsible analyst. Separate instrument use logs will also be maintained by 
the laboratory to enable a reconstruction of the run sequences for individual instruments. Radian will 

7-19 RE:W7-2723\cpfm\tnnudy .wp~rt.a11\8-26-927,1n 



maintain all data on file until the end of the project, At that time, the data files will be submitted first 

to PRC and ultimately to EPA. 

733 Data Validation 

Individual analysts will verify the completion of the appropriate data forms and the 

completeness and correctness of data acquisition and reduction. The laboratory supervisor will review 

calculations and inspect laboratory notebooks and data shews to verify accuracy, completeness, and 

adherence to the specified analytical method protocols. Calibration and QC data will be examined 

daily by the individual analysts and the laboratory supervisor. The Radian or Accu-lab project 
managers and QA managers will verify that all instrument systems are functioning properly and that 

QA objectives for precision, accuracy, completeness, and PQLs are being met. 

Analytical outlier data are defined as those QC data lying’outside a specific QC objective . . 

window for precision or accuracy of a given analytical method. If QC data are outside of controJ 

limits, the laboratory supervisor will investigate the problem’s cause, The data will be flagged with a 

data qualifier or, if Radian’s or Accu-lab’s QA manager deterrninas reanalysis is required, the sample 

will be reanalyzed. If reanalysis corrects the problem, then only the reanalysis results will be 
reported. If both initial analysis and reanalysis results indicate a matrix problem, both results will be 

reported, and the results will be qualified in the final report. If reanalysis is not feasible, the initial 

analysis results will be reported and qudifid in the final report. 

Project outlier data are defined as sample data outside acceptance limits established around the 

central tendency estimator (the arithmetic mean) of the project’s entire data set. For data that are 

known or assumed to be normally distributed, the specified acceptance limits will be the 95 percent 

confidence limits defined by &he student’s two-tailed, tdistribution. Project outlier data will be 

identified and reported in the final project rymrt, ‘but they will not be used to.dttermine other overall 

project results. 

PRC will evaluate all analytical data generated by the Radian and Accu-lab laboratories. 
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A flowchart depicting the overall data handling and reporting scheme appears in Figure 7-1 

Data will be reported in standard units, as described above. 

Computer-generated report forms similar to those shown in Figure 7-2 for metals analyses 

will be used to report sample results; forms similar to those shown in Figure 7-3 for metals analyses 

will be used to report QC data. Similar forms will also be used to record and report analytical data 

for other parameters, such as TOC, pH, and radionuclides. In addition to presenting the analytical 

results and QC data, the final analytical data report will provide details regarding the corrective 

actions taken and discuss any necessary deviations from the protocols established in the referenced 

methods. The completed final report will be approved by the Radian and PRC project managers 

before it is submitted to EPA for review. 

Documentation and reporting requirements include: 

a Treatability study work plan 

0 Quality ussusmce project plan 

a Interim sampling and analysis report 

0 Final report 

The Radian and Accu-lab QA managers will prepare a summary of QA activities for the 

interim report. The Radian and Accu-lab project managers will then prepare the final analytical data 

rrport, which will include a summary of all QA data, with estimates of measurement uncertainty. 
- -  

. .  . . - .---.-----2- .. -. - _I__ - I - _. .. .. .. - - - - _ _  

-. - .  - -  .- - 
" 72.4 Performance and Systems Audits 

5 
-i 
-. - 

A qualify assurance audit is an independent assessment of a measurement system. QA audits . 
may be internal'or external audits and performance or systems audits. Internal audits are conducted 

by the PRC SIT'€ QA manager and may be functionally independent of the sampling and analytical 

i&uns. External audits are those conducted hy an independent organization, such as the EPA. 
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Performance and systems audits are described below. 

7.2.4.1 Performance Audits 

Performance audits of sampling and analysis procedures may be conducted at the discretion of 

either EPA's project manager and QA officer or the PRC SITE QA manager. The audits may consist 

of the following, as appropriate: 

e Conduct a field audit during the demonstration to verify that QAPjP-specified 
sampling and monitoring procedures and frequencies are being followed 

e Issue blind QC samples to the analytical laboratory for analysis of specified critical 
parameters 

Prepare a QA.report that will include the results of the blind QC samples and the 
associated calibration and control charts (if appropriate). (All reports will be sent to 
the PRC project manager and to the EPA RREL project manager and QA officer) 

The Radian laboratory routinely participates in SITE program performance audits. Radian 

will be audited prior to the demonstration for, at a minimum, adherence to analytical protocols for 

uranium, gross alpha, and radium. Accu-lab will also be audited prior to the demonstration. It will 

be audited for adherence to analytical ptotowls for plutonium and americium. 

7.2.4.2 Systems Audits 

System audits include a thorough evaluation of both field and laboratory QC procedures and 

are normally performed before data collection systems are operational. These audits will be 

canducted at the direction of the EPA project manager or PRC SlTE QA manager. The audits will, 

where appropriate, include: 

e Reviewing actual practices versus the protocols and reporting deviations from 
protocols 

Verifying whether SOPS are available and are implemented properly 

e Assessing traceability of samples and data 
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Validating that appropriate QC checks are made and that appropriate documentation is 
maintained 

Determining if tbe specified equipment is available, calibrated, ad in proper working 
wadition 

Assuring that recordkeeping procedures, including notebooks, logsheets, bench sheets, 
and tracking forms, are properly maintained and durations are recorded 

Preparing and submitting a report to the PRC program manager 

For this project, the PRC SITE team plans to perform internal systems audits for both field 

and laboratory activities before the demonstration begins. The project managers and QA managers 

from PRC, Radian, and Accu-lab will be present during the respective audits. The audits may be 

performed in late 1992, upon approval from the EPA project manager. 

7.2.5 Corrective Action 

The PRC SlTJ2 team will take corrective actions when any problem are identified in the 

program that affect product quality, The PRC, Radian, and Accu-lab project managers and QA 

managers, or their designees, are responsible for identifying causes of the problems and developing 

solutions. 

Tlw causk of the problem must first be determined so that its effects on the.orerd1 program 

can be identified. The PRC SITE team and, if necessary, the EPA project manager, will then 

develop a plausible corrective action, The effects of the action will be examined to determine 

whether the problem is addrased. 

Hrkt corrective action is initially successful, the PRC, Radian, and Accu-lab project 

managers or QA managers, or their designees, will submit a corrective action memorandum 

describing the corrective action, bow and when it was implemented, and the results. "The 

memorandum will be sent to the EPA project manager and QA officer. The PRC project manager, or 
designee, will be responsible for implementing the corrective measure and assessing its effectiveness. 

. . I  . - .  _- .-. - - -- - -- . . . . _ _  _ _ -  .. 



7.2.5.1 Pwfomance and Systems Audits 

If problems are detected during any field or laboratory audit, the following procedures should 

be followed: 

The PRC project manager will immediately notify the field or laboratory personnel 
responsible, the PRC SITE QA manager, and all other appropriate personnel of the 
problem and any action taken. 

0 Personnel will then correct the problem according to the procedures outlined above. 

The project manager responsible for the problems detected during the audit will 
prepare and send a corrective action memorandum to the EPA project manager, QA 
officer, PRC project manager, PRC SITE QA manager, and other appropriate 
personnel. 

7.2.5.2 Data Outside Control Limits 

If at any time data fall outside previously designated limits, the following procedures will be 

instituted: 

0 If a field or laboratory person observes that instruments are not within calibration 
limits. the instruments will be recalibrated. The samples analyzed between an 
6maccQptabh-cmtihuhg calibration check urd the last acceptable calibration will be 
reanalyzed once an acceptable calibration has been obtained. 

a If a field or laboratory person observes data problems, such as results for specific QC 
analysis outside the QC limits, that person will immediately notify the field manager 
or laboratory supervisor, a5 appropriate. 

* If the laboratory managers or supervisors discover data problems or are notified of a 
m i e r n .  they will decide on the severity of the problem and take the appropriate 
aim as follows-: - 

Minimal data D T Q ~  lem - The problem and corrective action taken will be 
documented and a copy of this report will be submitted to PRC's project manager; no 
further action will be necessary. 

Moderate da ta D ~ o h l e m  - A problem memorandum will be prepared and sent to the 
Iaboratory project manager and the PRC project manager; a collective decision on the 
appropriate action will then be made, as needed. 
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Severe 
PRC SITE QA managex rad project manager, and corrective action procedure will be 
initirrted. If necessary, the EPA project manager wiIl dso be involved in developing a 
corrective action. 

- A problem memorandum will be prepared and sent to the 

7253 Dah Problems 

As data problems arise, the PRC SITE team will investigate the problem and perform one or 
more of the following actions: 

If the problems occurred in the field, an on-site staff member will try to correct the 
problem. If a major problem is then discovered, the staff member will contact both 
the laboratories' project managers (if needed) and PRC project manager for additional 
instructions. 

If the problem is minimal and occurred in-house, the laboratory supervisor will 
correct the problem and prepare a corrective action m e m d u m .  

. 

If the problem is Iimited in scope and easily corrected, the appropriate supervisor, in 
concert with the laboratories' project managers and PRC' project manager, will make 
the corrections and prepare a corrective action memorandum. 

If the problem is judged by the laboratory supervisor or either project manager to be 
significant, corrective actions will be initiated as described at the beginning of Section 
7.2.5. 

. -. . .  . . , ,. . .  .. -. . . . . . 



8.0 DATA ANALYSIS AND INTERPRIETATION 

Upon completion of treatability testing, data will be analyzed and interpreted in accordance 

with Section 7.0 of this treatability study work plan. Data will be summarized and evaluated to 

determine the validity of measurements and performance of the treatment process. Section 7.0 also 

describes the requirements for data reduction, validation, usability criteria, and reporting of data. 

Appendix C, the quality assurance addendum, addresses specific QA requirements for this treatability 

study. 

8.1 MEASUREMENTS OF PERFORMANCE 

Data Analysis 

The data collected during the demonstration will be used to evaluate the following: 

0 Removal efficiencies for radionuclides in the system under a given set of operating 
conditions 

a Treated water compliance with the applicable disposal or discharge standards under a 
given set of conditions 

percent contaminant removal efficiencies will be calculated using Equation 3-1 (EPA, 

1991): 

M C I - M C E  CRE = 

W k e ,  

(3- 1) 

CRE = Contaminant removal efficiency 
MCI = Mean contaminant concentration in the influent 
MCE = Mean contaminant concentration in the effluent 

To detenninc if the analyte concentrations in the treated water meet the applicable disposal or 
discharge standard, PRC will perform a one-tailed student's t-test, assuming that the data are normally 
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distributed. The upper confidence limit (UCL) for the m a n  mataminant concentration in the treated 

waste will be calculated at a specified confidence level using Equation 3-2: 

(3-2) ts UCL = x + -  
nrn 

Where, 
X = Sample mean contaminant concentration 
t 
s = Sample standard deviation 
n = Sample size (number of replicates) 

= Student's t-test statistic value at a specified confidence level 

The UCL will be compared with the regulatory threshold (CWQCC in this case). if the UCL is less 

than or equal to the regulatory threshold, the treated waste does not exceed the applicable disposal or 

discharge standard for that contaminant. 

Data checking to assess data for precision, accuracy, and completeness will be in accordance 

with the guidelines set forth in Section 4.0. Qualified personnel not directly associated with the 

treatability study or laboratory analyses will validate the data validation at the direction of the PRC 
SITE team. The verified and validated data will be reduced to graphical or tabular form for 

interpretation. Conclusions concerning the effectiveness of the system will be deduced directly from 

the treatability data using the equations above, The implementation and cast of a full-scale process 

will be indirectly deduced from calculations based on this treatability study. 

. . . . . . . .  . . . . . . .  . . . . . . . . .  ........... .- . - . - . _ c . . - - . _ . . _ _ . .  ...... 
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f DRAFT 
9.0 RESIDUAL MANAGEMENT I .  2. 

Liquid and solid wastes generated during the CPFM technology demonstration will include 

treated water, filter cake, decontamination water from personnel and equipment decontamination, and 

used disposable sampling and health and safety equipment. 

The water treated in the CPFM system will be discharged to the JMflRA tank. Treated water 

should exhibit contaminant concentrations which are lower than the existing influent water. 

Therefore, net water quality in the process effluent will remain the same or improve. 

Approximately 60 gallons of filter cake will be produced during the demonstration. Disposal 

of the filter cake will involve mixing the removed filter cake and prefiltered solids with a stabilizing 

agent (ChemSorb-500) and storing the stabilized material in 55-gallon drums. These drums will be 

stored at an €PA- and DOE-approved storage facility. Final disposal of filter cake will be the 

responsibility of DOE. 

Wash water from 
This water will be routed 

decontamination will be collected and stored in a 1,000-gallon storage tank. 

to the I M A M  tank. 

hmed disposable sampling and’health and safety equipment will be disposed of in 

accordance with state and federal requirements. 

All unused treatability samples and residues will be returned to the RFP under the Treatability 

Study Exempthe Rule. In accordance with 44 CFR 261.4(f), samples and residua will be returned 

96 days from the completion of treatability testing, or within 1 year from the sample shipment 

- &e from RFP to& laboratory. All unused sample will be .contained separately from samp1.e 

residues. 

The outside contractor laboratory will be responsible for properly disposing of any unused 

portions of the effluent samples submitted for analyses, and incidental wastes generated during sample 

preparation and analysis. 



10.0 REPORTS i 

ThE CPFM treatability study rtsults will be summarized by EG&G in a treatability study 

report. The report will be prepared upon completion of treatability study testing and will summarize 

the teSt tesults and discuss any improvements or additional testing that may need to be conducted. 

The report will also describe the technology's effectiveness in removing metals and radionuclides 
&om contaminated water and will identify any additional data needs. The format of the report will 

follow the format presented in the guidance for conducting treatability studies under CERCLA (EPA, 

1989). The format appears in Table 10-1. 

PRC will prepare two additional reports; a technology evaluation report and an applications 

analysis report. These reprts will be EPA publications available to the public. 

.., ._ . . .... . . . _ _  .. . .... . . . 



TABLE 1&1 

ORGANIZATION OF THE TREATABXLW WUDY REPORT 
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11.0 SCHEDULE 

The CPFM tratability study shall consist of three phases during a 3-week perid: (1) start 

up, approximately 1 week; (2) testing, 5 days; and (3) demobilization, about 1 week. Site preparation 

rod equipment mobilization for the demonstration are expected to begin in late April 1993, with all 

field activities completed by May 1993. All remaining demonstration activities, including test data 

analysis, final technology evaluation report, and applications analysis report, are expected to be 
completed by May 1994. AR approximate project schedule to illustrate the timing, duration, and 

interrelationship between phases for the CPFM treatability study will be provided in the final draft 

work plan. 
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12.0 PROJECT ORGANIZATION AND RESPONSIBILITIES 

Figure 12-1 presents the project assignments for EPA, PRC, Radian, EG&G, DOE, and FFT 
staff. A brief description of personnel responsibilities is presented below. The key project personnel 

locations and telephone numbers are provided at the end of this section, 

EPA RREL Project Personnel 

The €PA SITE project manager, Annette Gatchett, is responsible for the overall project. The 

EPA QA officer, Ann Kern, is responsible for overseeing, reviewing, and approving project QA 

activities, including laboratory and field audits conducted during the demonstration. 

PRC Project Personnel .. 

The PRC SITE team will verify that analytical data-are valid and will make routine 

assessments o f  measurement system for precision and accuracy. 

PRC’s SITE program QA manager, Kenneth Partymiller, will support the PRC project 

manager; Susan Schrder, and will coordinate QA technical operations among project staff .  His 

specific responsibilities include: 

Providing assistance and guidance in developing and revising specific QA project 
plans for each discipline area and integrating these into a unified program 

Performing systems audits of work assignment team QA/QC, SOPS and operations 
maauals to evaluate if the defined practices are appropriate 

Auditing work assignment team operations to evaluate if the defined operations are 
pmperly performed 

Providing guida6ce and coordination to promote rapid resolution of any QAlQC 
problems 

Maintaining all QA records and QA data for inspection by program management and 
€PA 

Providing QA of the program data and document control and security system that 
ptmvides chain of custody and confidentiality protection for program data and documentation 
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a Reviewing the quality of all documentation or outputs to EPA, including all progress 
reports and work assignment reports 

The PRC project manager, Susan Schrader, is responsible for effective day-today 

management of the total project staff as well as direct communication with €PA. She is also 

responsible for verifying that all PRC SITE team personnel understand and comply with the QA/QC 

plans. In addition, Ms. Schrader and the PRC SITE team will review sampling and analytical data 

obtained during the demonstration. Kirankumar Topudurti, the quality control coordinator (QCC) for 

this project, will provide technical guidance and conduct reviews of all reports. PRC's SlTE program 

manager, Robert Foster, will provide general oversight of  PRC's activities. 

The PRC field manager, Gary Miller, is responsible for directing day-today field operations 

and reporting to the PRC project manager. He will monitor sampling procedures and verify that the 

sampling crew follows the procedures set forth in the project's health and safety plan. Mr. Miller or 
his designee will also verify that chain-of-custody procedures and appropriate shipping regulations are 

followed. His specific respnsibilities include: 

0 Supervising staffing and mobilization activities 

0 Overseeing sample collection and field measurements 

li Overseeing the activities of all project personnel in the fieid 

Providing required planning, cost and schedule control, records documentation, and 
data management for field activities 

PRC field staff will assist Mr. Miller in day-today field activities, such as taking field 

measurements. 

PRC has planned one trip to Radian's laboratory in Austin, Texas to review the laboratory 

SOPS and monitor the QA/QC programs. PRC has already conducted a site visit, tour, and QA/QC 

program review of the Accu-labs facility in Golden, Colorado. EG&G staff, J.C. Laul and lggy 

Lmr, participated with PRC on the tour. Additionally, the PRC project manager or QA manager, or 

her or his designee, plan to participate in EPA's audit of Radian's laboratory. 
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Radian Reject Personnel 

Radian will provide the bulk of the analytical services. Radian's project director, Danny 

JacLson, is responsible for overall planning, scheduling, budgeting, and tepning. All work will be 

ooodinat~ through Dr. Jackson, who will be the primary contact with PRC's project manager. Dr. 
Joclreon will also provide technical reviews of all Radian reports. 

Radian's QA manager, Jean Youngeman, will oversee all Radian's QA/QC activities. Ms. 
Youngeman will review field sampling procedures and analytical data to emure that samples were 

not contaminated in the field, that chain-of-custody procedures were followed both in the field and in 

the laboratory, and that the analytical data meet the project's QA objectives. 

Radian's laboratory manager, Donivan Porterfield, will ensure that the laboratory follows 

proper chain-of-custody procedures and uses proper analytical methods, and that the data meet the 

project's QA/QC objectives. 

Accu-Labs Project Personnel 

Accu-labs will provide analytical services for plutonium and americium samples. Accu-labs 

project director, Bud Summers, is raprisible fer r~vcrall planning, scheduling, budgeting, and 

reporting. All work will be coordhated through Mr. Summers, who will be the primary contact with 

PRC's project manager and project staff. Mr. Summers will also provide technical reviews of all 

Accu-labs reports. 

Accu-labs QA manager will oversee all Accu-labs QAlQC activities. The QA manager will 

W w  field sampling procedures and analytical data to ensure that samples were not contaminated in 
the field, that chainqf-custody procedures were followed both in the field and in the laboratory, and 

that the analytical data meet the project's-QA objectives. 

Ami-labs laboratory manager will ensure that the laboratory follows proper chain-of-custody 

procedures and uses proper analytical methods, and that all procedures follow the project's QAlQC 

program. 

I 



FFT Project Personnel 

FFT will be responsible for providing and operating all demonstration equipment proposed for 

the SITE demonstration program. 

FFT's project manager, Tod Johnson, will be responsible for all CPFM project activities. 

FTT staff will assist Dr. Johnson with day-today activities at the site. 

DOE RFO Project Personnel 

DOE RFO will provide oversight throughout the field demonstration activities. The points of 

contact for the DOE RFO, Jim Lehr and Scott Surovchak, will be responsible for coordinating the 

field teams access to the site and providing the necessary security escorts. Mr. Lehr is an employee 

of €PA Region 8 detailed as a liaison to the RFO. He is responsible for the communication between 

PRC, FFT, EG&G, and DOE RFO. Mr. Surovchak is the OU4 arm manager and is ultimately 

responsible for activities in the area. 

EG&G Rocky Flats Project Personnel 

EG&G will also provide oversight throughout the field demonstration. The EG&G 

environmental point of contact, Tom Greengard, will be responsible for procuring all necessary 
EG&G division approvals for all activities surrounding the demonstration. J. C. Lad is the technical 

coordinator and was responsible for coordinating the bench-scale studies at RFP site. 

... 
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Roj- Personnel Lmeptrons and Telephone Numbers 

ne locations and telephone numbers of the key project personnel are given below. 

Name 
Annette Gatchett 

Ann Kern 

Tod Johnson 

Robert Foster 

Kiranlcumar Topudurti 

Kenneth Partymiller 

Susan Schrader 

Gary Miller 

Danny Jackson 

Jean Youngeman 

Donivan Porterfield 

Bud Summers 

Tom Greengard 

J. C. Lad 

Jim Lehr 

SM Surovchak 

on 

EPA, Cincinnati, Ohio 

EPA, Cincinnati, Ohio 

FFT, b g u e  City, Texas 

PRC, Chicago, Ulinois 

PRC, Chicago, Illinois 

PRC, Houston, Texas 

PRC, Denver, Colorado 

PRC, Denver, Colorado 

Radian, Austin, Texas 

Radian, Austin, Texas 

Radian, Austin, Texas 

Accu-labs, Golden, Colorado 

EG&G, Golden, Colorado 

EG&G, Golden, Colorado 

EPA Region 8, DOE RFO 
Golden, Colorado 

DOE RFO, Golden, Colorado 

hone Number 

(5 13) 569-7697 

(513) 569-7635 

(713) 33-80 

(3 12) 856-8700 

(312) 856-8700 

(713) 364-7137 

(303) 295- 1 10 1 

(303) 295-1 101 

(5 12) 454-4797 

(5 12) 4544797 

(5 12) 4544797 

(303) 277-95 14 

(303) 273-6073 

(303) 96-325.4 

(303) 9664543 

* 

(303) W-3551 
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Contractor Intmction 

Tht PRC SITE team subcontractor, Radian, is responsible for providing a monthly summary 

of its activities to PRC the first of every month. In addition, communication between Radian and 

PRC will be made on an as-needed basis (sometimes daily). Accu-labs will also be required to 

provide a monthly summary of activities to PRC. PRC, in turn, is responsible for providing a 

monthly status report to the EPA RREL project manager. This report will outline all activities 

surrounding the project, including progress to date and anticipated activities. Communication between 

the PRC and €PA RREL project managers is also on an as-needed basis (usually semiweekly). 



13.0 REFERENCES 

DOE, 1980, U.S. Department of Energy, Roc@ Flats Plant, Final Environmental Impact 
Statement, DOE/EI5-0064. Golden, CO. 

DOE, 1991a, U.S. Department of Energy, Rocky Flats Plant, Draft Rocky Flats Plant Gmmunio 
Relations Plan. January, Golden, CO. 

DOE, 1991b, U.S. Department of Energy, Rocky Flats Plant, National Environmental Policy Act 
Draft Environmental Assessment, Dewatering and RCR4 Closure of Solar Evaporation Ponds, 
DOEEA-0487. Golden, CO. 

EPA, 1988, U.S. Environmental Protection Agency, Protocol for  a Chemical Treatment 
Demonstration Plan, Hazardous Waste Engineering Research Laboratory. April, Cincinnati, 
Ohio. 

€PA 1989, U .S. Environmental Protection Agency, Preparing Perfect Project Plans, Risk Reduction 
Engineering Laboratory, October 1989, Cincinnati, Ohio. 

€PA, 1991, U3. Environmental Protection Agency, Prepration Aids for  the Development of 
Category I! Quality Assurance Project Plans, Office of Research and Development, February 
1991, Cincinnati, Ohio. 

Evans, G., 1990, Estimating Innovativf Technology Costs for the SITE Program, Journal o f  Air 
and Waste Management Association, 40:7: 1047-1051. 

Hurr, R. T,, 1976, Hydrology of u Nuclear Processin8 Plant Site, Rochy Flats. Jeflerson County, 
Colorado, U .S. Geological Survey Open-File Report 76-268. 

Monitor, 199 1, Roch? Flats Environmrntal Monitoring Council Monitor. February, Golden, CO. 

Rockwell International, 1988, Rochwell International Corporation, Resource Conservation 
and Recovey Act, Post Closurr Caw Permit Application, Appendix 1-2, Solar Evaporation 
Ponds. July, Golden, CO. 

13-1 RE:047-2723\cpfm\t~tudy. wp \repo1t.a11\8-76-91,rn 



APPENDIX A 

SAMPLING AND ANALYSIS PLAN 



SAMPLING AND ANALYSIS PLAN 

The selection of sampling locations is based on the CPFM treatment system’s configuration 

and is designed to determine its removal efficiency of the radionuclides listed in Tables 4-1 and 4-2 of 

the treatahility studies work plan. Sample collection procedures have been established based on the 

treatability and bench-scale studies and the assumption that the concentration of the critical parameters 

and the chemical characteristics of the ground water in the 500,000-gallon OU4 IM/IRA Tank will be 

relatively uniform during the course of each test run. 

A. l  Sampling Objectives and Locations 

This section describes the sampling objectives and identifies specific sampling locations and 

sampling frequencies for critical and noncritical analyses and measur.ernents. 

A.1.1 Sampling Objectives 

Specific sampling objectives for the CPFM demonstration include the following: 

Collect remexentative samples. The PRC SITE team will collect samples in a manner 
and frequency which promotes representative analytical results for the critical 
parameters. 

e Conduct ahvsica! and chemical characterizations of the representa tive sarnnles. The 
PRC SITE team will analyze the samples collected for critical and noncritical 
parameters i n  accordance with the methods and QA objectives listed in Tables 4-1 
through 4 4  of the treatahility studies work plan. The objectives of the analyses and 
measuremenlh of critical parameters are to determine the removal efficiency of  the 
treatment system, the suitahility of the treated effluent, filter cake solids, and 
Jytrilized mixture for discharge and disposal. and to obtain operational data for 
economic analyses. The objectives of the analyses and measurements of noncrhicd 
pyameters are to identify any physical or chemical interferences that might affect the 
removal efficiency of the treatment system and obtain supplemental operational and 
analytical data . 

U 
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A.1.2 Sampling and Measurement Locations 

Figure A-1 shows the sampling and measurement locations for liquids and solids. There are 
five liquid sampling locations & I  through L5) planned for the demonstration. The following water 

chemistry analyses will he performed on L1 through L4 samples: radionuclides, anions, ICP metals, 

TDS, TSS, and TOC. Chemical analyses at L5 will include only uranium and gross alpha. Samples 

collected at locations L1 through L5 will be analyzed in an off-site laboratory. The analytical results 

for the critical parameters from these locations will be used to evaluate the treatment system’s 

effectiveness. 

There are five solid sampling locations (SI through S5) planned for the demonstration. The 

following solids chemistry and characteristics analyses will be performed on the filter cake and pre- 

filtered solids (SI, S2, S3 and S5): radionuclides, ICP metals, TOC, and paint filter liquids test. The 

following solids chemistry and solids characteristics analyses will he performed on the stabilized filter 

cake (S4) mixture: TCLP radionuclides, TCLP ICP metals, and TCLP VOCs from the TCLP 

extract; paint filter liquids test: bulk density; and moisture content. All of  these analyses will be at an 

off-site laboratory, except for the paint filter liquids test for the filter cake which will be performed 

on-site in  the field. The analytical results from these tests will determine the appropriate disposal 

option for the stabilized mixture. The results for the critical paraneters frGm these locations will 

offer a qualitative indication as to the treatment system’s effectiveness. 

There are 19 measurement locations (MI through M19) planned for the demonstration. The 

following water characteristic measurements will be made o n  samples from locations MI, M4, M8, 
and M16: electrical conductivity, temperature. and pH. Flow rate and pumping period will be 

record& for measurement location M15, M1 and M4, and flow rate only for M8. Th e  differential 

pressure across the filter beds will be measured at locations M5, M6, and M7. Samples for mass and 

volume (estimated) measurements of the solids material will be obtained at locations M2. M3, M9 
through M13, M17, M18, and M19. The electricit! usage. although not represented in Figure A-I. 

will he recorded at the beginning and end of each run. All measurements will be obtained in the field 

during the demonstration and will he logged in the field logbook. 
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A.2 Sample Size, Sampling Frequency, and Analytical Parameters 

EPA does not have a specific method to determine the minimum sample size required for 

estimating mean values. However, based on EPA's method for determining adequate sample size for 

regulatory threshold values @PA, 1986), PRC proposes the following approach. 

The sample sire required to estimate the mean value of an analyte concentration depends on 

the allowable error (L) at a specified confidence level. The confidence interval (CI) for the mean (x) 

is estimated using the following equation (Steel and Torrie, 1980; Winer, 1971; Snedecor and 

Cochran, 1967): 

C I = x  5 tu 
n" 

where, 

x = sample mean 
u = population standard deviation 
t = student's t-test statistic value 
n = sample size 

The term taln'" IS the allowable error (1) equal to one-half the width of the confidence 

W v a l .  The test-statistic value (t) depends on the samplers degrees of freedom and the desired 

confidence level. The values for the allowable error and confidence level are usually based on 

judgement. Once the allowable error and confidence level are selected, the average sample size can 
he calculated using the following relationships: 

(A-3) 

To determine the number of samples required for this demonstration, the population standard 

cksviation from Bench-Scale Study I ,  a two-tailed t-test, and allowahle error set at various levels (7 to 

El percent of the mean) is used. Based on these calculations. a 20 percent allowable error (which is 
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within the required precision for analytical parameters) is chosen. Thus, using equation A-3 and 

rmlu from Bench-Scale Study I ,  the number of samples can be determined for a confidence interval 

of 95 percent with an allowable error of 20 percent of the mean. Using data for influent, 

intermediate, and effluent streams and solids. the number of samples is determined to be two for the 

influent and/or intermediate, three for the effluent, and three for the solids. These numbers of 

samples will be used for critical parameters listed in  Tables 4-1 and 4-2. One sample (plus QAlQC 

samples at a frequency of at least one per 20 samples) for the noncritical parameters listed in Tables 

4-3 and 4-4 will be taken. This sample size is believed to be reasonable based on the intended use of 

the data and the reliablilty of the analytical methods. 

Table A-1 lists sample collection locations, the analytical parameters or measurements. and 

the rationale for their selection. Tables A-2 and A-3 summarize the number and frequency o f  

samples to be collected and the type of measurements that will be taken at each location. 

A.3 Sampling Method 

The  following sections descrihe the sample collection methods for solid and liquid sample 

media. 

A.3.1 Solids (Filter Cuke) Sampling 

Filter cake solids will he removed from the filter packs and sampled during the 

demonstration. These samples are considered important indicators of the treatment system's removal 

eftiqmq for the radionuclides listed in Table3 4-1 and 4-2 for identifying disposal options for the 

filter cake. 

The FF loo0 m d i a  will he e n h s e d  h e r s e n  t k o  sheets of fibrous material (Pulplus"). The 

filter packs measure 26 inches by 26 inches and are attout 2-inches thick. The FF IO00 medium will 

be a mixture of fine and medium coarse powder prior to the run and will have the consistency of 

moldable putty at the end of a run.  During preparation of the filter packs the fibrous material will be 

weighed on an analytical balance before and after addition of the FF 1OOO. The initial weights will be 

-deb in  a field loghook and each filter pack will he assigned a unique identification number. This 
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activity will take place at FFT's fabrication facilities in Conroe, Texas prior to the demonstration. A 

PRC representative will oversee the construction of the filter packs and participate in the weighing of 

the filter packs and the FF IO00 material. Each filter pack will be reweighed in the field on an 

analytical halance immediately before placement in the modified filter press. The purpose of these 

measurements will he to establish the weight of the filter packs prior to use. 

At the completion of each r u n ,  the filter packs will be weighed. In Runs 1 through 4 after 

weighing the packs, an incision will he made into the Pulplus@ and the filter cake from all three packs 

will he removed with a stainless steel spoon, compositd, and placed in a stainless steel bowl. The 

composite filter cake will he thoroughly mixed in the stainless steel bowl using a stainless steel spoon. 

After mixing. the filter cake will he split into 14 samples. Nine samples will be analyzed for the 

critical parameters listed in Tahle 4-2, and the other five samples will be used for analyzing the 

noncritical parameters listed in Tahle 4-4. In addition, if there are enough prefiltered solids from the 

mini clarifier and hag filters, samples will be collected for analysis according to Table A-2. After 

filter cake samples are collected, the pre-filtered solids will he added to the remaining filter cake. 

Then, a weighed amount of ProFix will he added to the mixture and thoroughly mixed using a 

stainless steel spoon. Eighteen samples of the stahilked mixture will be collected for TCLP analyses. 

T h e  TCLP extract w i l l  tie analyzed for radionuclides, ICP metals, VOCs, and solid characteristics. 

In Run 5. both filter packs will he sampled prior to stabilization. After the filter cake sample 

has been ohtained.' the filter cake from the two packs will be combined. along with any prefiltered 

solids. for stabilization and sampling. 

A.3.2 Liquid Sampling 

All liquid samples will he collected directly from sample ports at the locations shown in 

Figure A-1. T h e  PRC SITE team will collect composite grab samples from the sampling pons 11 

through LS in the followmg manner. The sampling port will he flushed out prior to sample collection 

by opening the sampling pon and allowing the water to flow into a 5-gallon bucket for a minimum of 

30 seconds. Waters from the influent sampling port (Ll), the intermediate sampling pon &2), and 

the effluent sampling pon (L3), will be collected at seven time intervals in three separate containers 

br ing Runs 1 ,  2, 3. and 4 .  From these composites, samples will be taken for each of the analyses. 

- 
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The sample containers for the critical parameters will he filled first, followed by the sample 

containers for the noncritical parameters. During Run 5, samples of L1 will be collected by grab 

sample at three time intervals. At L2, two time interval grah samples will be collected. At L4 and 

L5, nine time interval grab samples will he collected. The time intervals for Run 5 are stated in 

Table A-2. The starting time and completion time for each sampling interval will be recorded in the 

field logbook. 

A.3.3 Sampling Equipment Decontamination 

All sampling equipment that comes into direct contact with sample media will he 

decontaminated before use. For this project, the sampling equipment requiring decontamination 

consists of the stainless steel spoons and howls used for the collection and cornpositing of the filter 

sake solids. The decontamination procedures 10 he used are as follows: 

e 

a 

Wash with Alconnx@ water solution to remove solids 

* Rinse with dilute solution of hydrochloric acid 

Rinse with deionized water and allow to dry 

Wrap with aluminum foil until needed 

All equipment decantamination fluids will be treated with the CPFM treatment system prior to 

discharge i n t o  the OU? IM/IRA tank. 

A.4 Qualit- hsurance/Quality Control Sampling 

The,PRC SITE team will use three types of field QA/QC samples for the critical paramkters 

lisred in Tables 4-1 and 4-2: (1) replicate samples, (2) process equipment blanks, and (3) sampling 

equipment rinsate blank.  In addition. MS/MSD samples will be collected for anions, ICP metals, 

and organic compound analyses (noncritical parameters). Field measurements will he replicated for 

pH, flow rate, pumping period, and free liquids. Field equipment will he calibrated according to 

procedures described in Section 7.0 of  the treatability studies work plan. QA/QC sampling 

procedures are discussed in the following subsections for aqueous and filter cake solids samples. 

c,  
- 
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A.4.1 Filter Cake Solids Sampling 

QA/QC samples for filter cake solids sampling will consist of replicate samples and sampling 

equipment rinsate blanks t o  determine analytical precision and accuracy. Field QA/QC samples will 

be collected as described below. 

T h e  PRC SITE team will collect three replicate samples for each critical parameter listed in 

Table 4-2. The replicate samples will he collected as individual samples from the cornposited filter 

cake from the filter packs; the prefiltered solids for runs 1, 2, 3 ,  and 4; and each of the two filter 

packs and prefiltered solids during r u n  5 for the prestahilized solids. 

Samnlinr Eauipment Rinsate Blanks 

T h e  PRC SITE team w i l l  collect sampling equipment rinsate blanks at a frequency of one per 

run. The rinsate hlank will he collected by pouring HPLC water over the decontaminated stainless 

steel howl and spoon used for mixing and collecting the filter cake solids. The rinsate will he 

recovered into the sample containers specified for each analysis in Table A-4. The sampling 

equipment will be * decontminiitd using the procedure defined in Section A.3.3 prior to the collection 

of the rinsate hlank 

A.4.2 Aqueous Sampling 

QA/QC samples for aqueous sampling will include replicate samples, process equipment 

W s .  and MS/MSD samples. These samples will determine analytical precision and accuracy. 

QAlQC samples w i l l  he colltxtd as described helow. 
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TABLE A 4  

CPFhl TECHNOLOGY DEMONSTIUTION 
SAMPLE CONTAIA'ERIZATlON AM) PRESERVATION 

ICP meuls L 1 1  P HNO, to pH < 2  
Cool 10 4*c 6 months 

Indefinite Plulonium L 5 L  P 
Americium 

HNO, IO pH < 2  

Radium I I L  P HNO, 10 pH < 2  Indefiniis 

lndcfinite 

Indefinite 

lgoiopic uranium L I L  P HCI to pH < 1 

Gross Alpha L I L  P HNO, 10 pH < 2  

TOC L 2 x 4 0  mL G flu) HCI IO pH < 2  
Cwl to 4'C 

Anions 

28 days 

18 dash 

28 days 

Fluondr. (F) L 1 L  P Cnol 10 4'C 

Chloride (CL) L . A11quoi from F P Cool 10 4'C 

Nirritelnitralr. 
(NQ'NO,) L I L  P 

P 

H$O, io pH < 2 
Cool 10 4'C 28 days 

28 days 

28 days 

Sulfaic (SO,) L Aliquot from F Cool 10 4 o c  

L Aliwol iron: 
NO,"O, 

P H:SO. io pH < 2 
Cool IO  4'C 

14 dala Carhnnais L Aliquoi from F . P 
(CO. - rlLslinit!) 

Ammonia @H ,i L Aliquot from P 
N 0:. Nu, 

CWI In 4-c 

28 da!s 

rH L 500 mL herker P .  Not rrquirtd Analyze lmmcdirkly 

h a t y z e  b d i a t c l y  Tcmpcra1urr: L SW mL h e r l c r  P kr requirrd 

Ektctncrl 
conductivir! L 500 rnL h c r h r  P Not rcquired 

TDS and TSS L I L  P Cool IC 4'C 
- Analyze Lmmediaiely 

1 days 

6 months 

28 drys 

Indefinite 

ICP mcmh s R 0 7  G Cool 10 4'C 

+roc S 10 0 G Cml 10 4 o c  

Radionuclides S P 0 2  Ci Cml10 4*c 
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TABLE A-4 

Puramrtrr 

TCLP 

CPFM TECHNOLOGY DEMONSTRATION 
SAMPLE CONTAINERIZATION AND PRESERVATION 

(Continued) 

Frsr 
Liquids s 8 oz 

Bull d e d i !  S a 0 2  

Moisturn content S a 02 

Container 

G 

Pmrrvatinn 

Cool to 4'C 

Not required 

No1 required 

Not rrquircd 

hlnxiululu 

T i e  

28 days for extraction: 
6 monlhs for rneulb 
~ M I ~ S C S :  14 days for 
VOCb 

noi* 

Analyze lnuncdinlely 

Not Applicrble 

Not Applicable 

N a r r :  For media and conminer ahbrevinlions: 

- SOlld.. 
L 
S 
P 5 P h s L  
G = Glass 
G n u )  = Clasp u*ih Teflon' lincd rcptutir 

- - Liquid 
- 

a Minimum wmplr qurntil! ns dcf in4 in dlih QAPIP applies Io all lilrnplcs including rcplicrles rnd QAlQC campleb. Unils arc as follows: 
L = liter. rnl = millili~sr. 07 = ouxc.  ,c = gram 
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Replicate Sa mnles 

The PRC SITE team will collect two or three replicate samples (as specified in Table 4-2) for 

each critical parameter listed in Table 4-1 of the treatability studies work plan. T h e  replicate samples 

will he collected from the composite. 

Process Eauinment Blanks 

The PRC SITE team will collect one process equipment blank at the intermediate line to the 

filter press and the effluent line from the filter press prior to the startup of each test run. T h e  process 

equipment blank will be analyzed for the critical and noncritical parameters listed in Table-4-1 and 

Table 4-3 of the treatability studies work plan. Prior to the collection of the process equipment 

blank, FFT will pump clean water through the filter press for about 30 minutes at a rate of 5 gprn. 

At the end of 15 minutes, the PRC SITE team will collect one process equipment blank at the influent 

and effluent line of the filter press. The vendor claims the majority of leachable compounds from the 

filter cake w i l l  leach within the first 15 minutes of wetting the filter bed. 

Matrix Spike and Matrix Snike Duplicates 

The PRC SITE team will collect MSlhlSD samples at a frequency of one sample per 20 

m p k s  anabzed for anions. metals, TOC. TCLP metals, and TCLP VOCs (noncritical parameters). 

The MS/MSD samples will be collected from the composite. Radian will divide the sample into equal 

arnciunts (suhsamples) and spike each of them separately. Each of the two suhsamples will be spiked 

with the same volume of spiking solution. The spiking solutions w i l l  contain all analytes listed in 

Table 4-3 of the treatability studies work plan. The two subsamples will be the MS/MSD. 

A.5 Sample Containeriiation, Preservation, Handling, and Shipment 

T h e  following sample handling considerations, containerization and preservation requirements, 

and shipment procedures were developed in accordance with RREL guidance (EPA, 1987) and 

SW-846 criteria (€PA, 1986). 
'I 
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A.5.1 Containerization, Preservation, and Holding Times 

Table A 4  presents the container and preservation requirements for each parameter to be 

analyzed. All containers will he obtained from Radian and will be cleaned before shipment. 

Preservatives will be added to samples as soon as possible after they are collected. Samples will be 

placed in ice-filled coolers upon collection. Table A 4  also presents holding times for andytical 

parameters. These holding times were obtained from the analytical methods or other reference 

literature. 

A.5.2 Sample Custody and Transport 

The PRC SITE team will maintain standard chain of custody for each sample as it is 

cotiected. Samples will he retained at all times in the field crew’s custody. Samples will be kept on 
ice and protected from direct sunlight. Samples will he shipped by overnight courier to Radian and, 

Accu-lah at the end of each day. 

Each sample will he laheled with the following information: unique sample identification 

number, the sample location, dare and time of collection. and analyses to be performed. Figure A-2 

shows a typical sample lahel. Sample custody seals will be placed on each sample container and on 

the front and back of each ice chest o r  cooler lid to detect unauthorized tampering after collection and 

before analysis. Figure A-3 shows a sample tamper-proof custody seal. The sampling crew chief or 

designee will affix seals at the time of sample packaging. Each seal will include the following 

informat ion : 

- .  

Date of sampling 

Name or inisials of sampler 

Sample custody will hegin at the time of sample collection. The sample will be placed into an 

iced cooler, or other appropriate container, in the possession of the designated field sample custodian. 

The field chain4f-custody form (Figure A-4) will immediately be filled out and initialed by the field 
sample custodian. The following describe the procedures to complete the chain-of-custody form: 
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Field Number 

Sample Type: 

Client: 

Location* 

Preservative 

Sampler: 
ID 
N 

II 
Date: f 

Comment m m 

& 

MOTE: 
THIS IS AN EXAMPLE CF THE L A B E L  
AND IS FOR R E F E R E K C E  ONLY.  

SITE CPFM D€MONSTRATlON 
R O C K Y  FLATS P L A N T  - GOLDEN,  COLORADO 

FIGURE A-2 
SAMPLE LABEL AND  

CUSTODY TAG 
ENVIRONMENTAL M A N A G E M E N T .  INC. 



1.0. I 
AlTENTION. 

8fFORE OPENING 
NOTE IF ColVrAlNER NOTE IF CONTAINER 

nvS TAMPERED WTH 

.. . 

NOTE: SITE CPFM DEMONSTRATION 
RCCKY  FLATS PLANT - GOLCEN. COLCRkCC 

FIGURE A-3  
1 

TAMPERPROOF CUSTODY SEAL 

lrRf E N V I R O N M E N T A L  MANAGEh4EKy.  : S c  





pro i ect Name 

sml?!!a 

Field Sample 
Identification (ID) 
Bumher 

Samnle Matrix 

h e m i m e  

Number of 
Container3 

Analvses 

Remarks 

Enter the project name -- SITE CPFM Demonstration. 

Enter the site location -- RFP. 

Enter the signatures and print names of people who participated in collecting 
the samples listed and who should be contacted if questions arise during 
sample log in. I f  the field sample custodian is not listed as a sampler, receipt 
documentation should he indicated. 

Enter the PRC-assigned sample identification number. 

Enter the sample matrix: solid or liquid. 

Enter date and time of sample collection. I f  sample is a composite, indicate 
both start and finish date and time. 

Enter the total number of sample containers for a given sample identification 
numher. 

List parameters 10 be analyzed; if abbreviation or parameter categories (such 
as ICP metals) are used. provide further details when logging in samples. 

Enter either compositt or grah and add any other comments such as the lot 
number of the sampli: containers. 

When all line items on the field chain-of-custody form are completed or when the samples are 

picked up. the custodian will sign and date the form. list the time, and confirm the completeness of 

all descriptive information contained o n  the form. Each individual who suhsequently assumes 

responsibility for the sample will sign the chain+f-custody form and provide the reason for assuming 

custody. The field chain-c~f-custody form will terminate when the laboratory receives the samples. 

The field sample custodian should ohtain the pink copy of the chain-of-custody form for program 

tiles. 

A field tracking repon will also be completed in the field (Figure A-5). This report will 

assist in doublechecking all samples that were taken during the sampling effort. It can he tailored to 

&re that all required samples were obtained, 



1 I I I I I 
L I I 1 I 
I I I I 

I I 1 I 

I I I  I 
I I I I  

I I I  

1 
L 

I 

L I I !  I 
I I I  I 
I I t  t I 

I I I t  I I 
I I i t  1 I 

SITE CPFM DEMONSTRATION 
ROCKY F L A T S  PLANT - GOLDEN, COLORAD9 

FIGURE A-5 

1 I I 1 I i 

FIELD TRACKING REPORT 



All samples will be packaged, labeled for shipment, and shipped in compliance with Title 40 

of Ehe Code of Federal Regulations (CFR) Part 173, Subpart I (Radioactive Materials) 173.421, 

current U.S. Department of Transportation (DOT) (49 CFR Pan 172), and International Air 

Transport Association (IATA) (Dangerous Goods Regulations, 31st Edition, January 1, 1991) 

regulations. Based on the concentrations of radionuclides in the OU4 IM/IRA tank water listed in 

Table 2-1 of the treatability studies work plan, the liquid and solid samples will not exceed the 

radiation limits specified in 40 CFR Part 173.423 and can be shipped as a limited quantity of excepted 

radioactive material in accordance with 40 CFR Part 173.421, However, the radiation level on the 

external surface of the shipping container will be measured hy the PRC SITE team with a radiation 

detector to evaluate whether the radiation level is below 0.5 millirem per hour. RFP personnel will 

also perform a wipe test on the external surface of each shipping container prior to authorizing its 

removal from the RFP site. 

Sample shipping containers will he marked in accordance with 40 CFR Part 173.241. A label 

will be placed inside e x h  cooler that states the following: 

This  package conforms to the conditions and limitations specified in 49 CFR Part 
173.14 I for limited quantities of excepted radioactive materials. 

In addition. the coolers will he rnarkd with a sticker containing the originator’s complete 

mailing addresses and “thi5 end up“ arrows on all four sides 

When possihle. all samples from a single sampling location will he kept together. Styrofoam, 

bubble wrap. or equivalent material will be used to ahsorh shock. When more than one set of  

m p l e s  can f i t  in  a cooler. one of the sets will be placed in a separate plastic bag to prevent cross 

eontamination if the containers break. 
+ 

Sample chain-of-custody forms and any other shipping and sample documentation will 

wwmpany the shipment. These documents will be enclosed in a waterproof plastic bag and taped to 

the underside of the cooler lid. 
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Only metal or plastic ice chests will be used for shipping hazardous waste samples. The 

outside container must be able to withstand a 4-foot drop on solid concretein the positioa most likely 

to cause damage. Each ice chest prepared for shipment will be securely taped shut. Reinforced or 

other suitable tape will be wrapped at least twice around the ice chest near each end where the hinges 

are located. Custody seals will he affixed across the joint between the top and bottom (in front and in 

the back) of each ice chest prepared for shipment. The seals will then be covered with clear plastic 

tape. 

When selecting sample shipment modes, field personnel will verify whether the sample will 

not exceed allowahle holding times for individual analytes. When commercia) common carriers are 

used to ship samples, all samples will be shipped "priority ondovernight." If necessary, samples can 

be shipped through a reliable commercial carrier, such as Federal Express, Emery, or DHL. I f  

commercial carriers are used, airhilis will he completed and attached ~. to the exterior lids of the 

containers. Multiple shipment lahels will be used when shipping more than one container. 

T h e  Radian and Accu-lah sample custodians or designated alternates will receive and assume 

custody of samples until they have heen properly logged into the laboratory and stored in a secure 

area. 

Upon receipt of a sample shipment, the shipping container will he inspected for warning 

&bels and security seals hefore it is opened. The sample custodian will open the container and check 

the contents for evidence of breakage or leakage. The temperature of  the water in the ice chest will 

be measured and the presence of ice noted. The contents of the container will be inspected for chain- 

of-custody forms and other information or instructions. The temperature will be noted on the chain- 

of-custody form with the date and signature of the person making the entry, The sample custodian 
* 

. Will verify that all information on the sample bottle labels is correct, in accordance with the chain-of- 

custody forms. and will s i p  for the receipt. The pH of the liquid samples will be determined. The 

chain-of-custody form will be retained i n  the project file, and a copy will be returned to the client or 

project manager to verify receipt. A copy of the chain-of-custody form will he permanently attached 

to a bound and dated log hook. 
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Any discrepancy between the samples and the chain-of-custody information, any broken or 

leaking sample bottles, or any other abnormal situation will be reponed to the Radian and Accu-lab 

project directors. PRC and, if required, €PA, will be informed of the problem and corrective action 

options will be discussed and implemented. Notations of the problem and resolution will be made on 
the chain-of-custody form, initialed, and dated by the sample custodian. Identifying information will 

be recorded in a bound sample log book. The information required includes: 

Date of  receipt 

Client name 

a 

a Project number 

a Analyses required 

Client identifying number or description 

T h e  Radian and Accu-lah computerized laboratory sample tracking system will be used far 

logging samples into tht. lahoratory, tracking the progress o f  the analyses, and preparing the analytical 

report. All information pertinent to the identification of the sample and analyses to be performed will 

be entered into the sample tracking system. Each sample will be aqsigned a unique laboratory 

number. Samples provided i n  multiple containers for different tests will he identified by the same 

laboratory numher followed by a hyphenated numeral identifying each fraction. A laboratory sample 

label will be attached to each bottle. A work order will he prepared and provided to the lahoratory 

supemisor for scheduling teas in accordance with method-required maximum holding times. A bench 

sheet will he printed to inform the analjsts of the tern to be performed for each sample. This sheet 

will serve as the instrument of information transmittal throughout the sample preparation, analysis, 

and repon preparation sequence. 

Samples will he stored in designated refrigerated areas according to the analyses to be 

performed. A log hook uill he maintained for each refrigerator in which the temperature is recorded 

each working dag. 

A sample storage log hook will be used to document the removal and replacement of a sample 

frem the secure storage area. 
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A.6 field Notes and Logbook 

Field personnel will record all information pertinent to the sampling and measurement 

program in a consecutively numbered field logbook. Each page will be dated and signed by the 

person making the entries. Logbooks are accountable field documents and serve as a chronological 

representation of the sampling and measurement program. Sufficient detail will be included in the 

logbook to provide a summary o f  the sampling and measurement activities without relying on the 

recorder's memory. At a minimum, the logbook will contain the following: 

Backrround 

a 

Description of treatment technology 

Purpose of sampling (program support, contract number) 

Name and address of facility or site where sampling is performed 

Brief description of wastes (untreated solids, treated solids) 

0 Known or suspected waste composition 

Chronoln~y of Samplin& 

0 

0 

Description of sampling points and sampling methodology 

Numher and volume of samples taken 

Date and time of collection 

Sample identification number 

0 

a 

Field measurements -- record date and times 

Field ohsenations -- arty problems encountered and deviations from the 
sampling and analysis plan 

0 Sample distribution and method of transport (number and distribution of 
duplicates. name of laboratory where samples were sent, overnight courier 
service used, airhill number, and other such information) 

Q Signature of samplers or crew chief 
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A.7 Preventive Maintenance 

Preventive maintenance (PM) of analytical and process equipment is necessary to minimize 

interruptions or delays in the demonstration project. Radian and Accu-lab will follow PM procedures 

for laboratory analytical equipment. FFT will follow its own PM procedures for the treatment system 

and ancillary equipment. Prior to the demonstration, the PRC SITE team will develop a 

comprehensive, itemized checklist to monitor PM. PRC’s field manager will maintain a photocopy 

file of completed PM checklists or certifications performed by both Radian, the other selected 

laboratory, and EFT. When possible, PRC’s field manager or his designate will oversee PM 

procedures. 
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C. QUALITJ’ ASSURANCE ADDENDUM 

This quality assurance addendum (QAA) estahlishes the specific QA controls applicable to the 

investigation activities described in the Treatability Study Work Plan for the Superfund Inn~vurive 

Tuchnology Evaluation (NE) Colloid Polishing Filter Method Demonstration at Rod? Flats (referred 

to as the treatahility studies work plan). 

The objective of the treatability studies work plan is to evaluate the effectiveness and the cost 

of this process for reducing the concentration of metals and radionuclides in ground water at RFP. 

The field testing is described in Section 5.0 of the treatability studies work plan. Successful bench- 

scale studies of the CPFM process have already heen completed. 

C.l ORGANIZATION AND RESPONSIBILITIES 

T h e  overall organization for €PA. PRC, Radian. EG&G. DOE and FFT involved in the 

treatability studies work plan appears i n  Figure 12-1 of Section 12.0 in the treatability studies work 

plan. 

C.1 QUALIT)‘ ASSL‘R.4NCE PROGR.431 

T”ki5 QAA contains Q A  requirements that mal  not have been addressed within the treatabilit) 

studies uvrk plan. Most of the Q A  requirements nt the trearahilir) study are addressed in  the 

treatahilitb studies uorh plan and are referenced in thir QAA 

Cd.1 Training 

All personnel invol\d in pertorminf field activities at RFP will haw completed an 

Occupational Safety and Health Administration (OSHA) 40-hour safety training course. an &hour 

supervisor training course. an 8-hour refresher training course. a respirator fit-test, cardiopulmonary 

resuscitation (CPR) training and first aid training. The qualification requirements for the treatability 

snrdy project team are addressed in Section 12.0 of the treatabilit) studies work plan and in  Appendix 
.I -.a 

(Health and Safety Plan). 
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C.2.2 Quality Assurance Reports to Management 

Effective management of environmental measurement efforts requires timely assessment and 

review of measurement activities. This requires effective interaction between the team members. 

Periodic internal reports are necessary to provide ongoing evaluation of measurement data quality. 

Such reports may include: 

0 Audit results 

A summary of project activities and general QA program status 

A summary of any procedure changes 

A summary of unscheduled maintenance activities 

A summary of corrective action activities 

Monthly reports indicating the status of unresolved problems 

The results of inspections, summaries of problems, and corrective action requests to program 

management will he reported. The laboratories' project managers will discuss unresolved requests for 
corrective action with the PRC project manager, PRC program manager, and PRC SITE QA 
manager, who will then take measures to resolve problems. The appropriate project manager will 

then reinspect the problem area to verify that appropriate corrective actions were implemented. 

The final laboratory repan for this project will include a separate QA section documenting 

QA/QC activities that lend suppon to the credihility of the data and the validity of the conclusions. 

The Q A  section w i l l  include the following items, as appropriate: 

0 Changes to the project procedures 

8 Limitatims or constraints on the applicability of the data 

-' T h e  status of QAlQC programs, accomplishments, and corrective actions 

Results of technical systems and performance evaluation QC audits 

0 Assessment of data quality in terms of precision, accuracy, completeness, 
method detection limits, representativeness, and comparability 

Quality assurance-related training 
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C.3 DESIGN COhTROL AND COhTROL OF SCIEhTIRC JhVE!7l7CATIONS 

C.3.1 Design Control 

The treatability studies work plan describes the field sampling, sample preparation and 

handling. treatment testing, sample analysis, data management, and data analysis and interpretation 

activities that will be implernentd as part of the treatability study. As such, the treatability studies 

work plan is considered the investigation control plan for the CPFM treatability study. 

C.3.2 Data Quality Objective 

quantitatively and qualitatively descrihe the uncertainty that decision makers are willing 

to accept in results derived from environmental data. This uncertainty specifies the quality o f  the data 

required to meet the nhjectives of  the investigations. The  process for developing DQOs for remedial 

investigations is given in  EPA guidance (EPA. 1991). The DQOs for the treatability study were 

estahlished in accordance with this guidance. 

The specific objectives o f  the CPFM treatahility study are discussed in Section 2.4 of the 

treaiahilir} studies uorh  plan. me data to he collected from the treatability testing were selected to 

address those ohjei'tives The qualiJy of these data depends on the analytical level of the measurement 

data which dictates the t ype  of sampling and analytical or measurement quality controls that should be 

adherd to in collecting the data. T h e  EPA hart defined five levels of analytical data (levels I-V). 

These ana1yti:al level5 fw treatahilit! studies are defined in  Section 4.4 of the treatability studies 

work plan. 

Tke intend& use of the data determines which analytical level is required for the treatability 

resting data to be collected. T h e  type of data to he generated and the analytical level of the data 

determine the sampling and analytical or measurement options. The data use, data needs. and 

analytical level for the CPFhl treatability testing are discussed in Section 4.0 of the treatability studies 

work plan. 
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Analytical levels 11, IV, and V have been determined to be appropriate for analytical data 

collected from the CPFM treatability testing. Typically, analytical levels I1 to 1V data are appropriate 

for pilot scale treatability tests. However, due to the inclusion of radionuclides as critical parameters, 

quantitative analytical level V data will be needed to determine if the CPFM treatment was effective 

in reducing contaminant concentrations. Qualitative measurements (such as analytical level I1 data) 

will be appropriate for all field measurements; analytical level JV will be used for metals, anions, and 

organic analyses; and analytical level V will be used for radionuclide analyses. 

Data quality can be measured in terms of precision, accuracy, representativeness, 

comparability, and completeness (also referred to as PARCC parameters). These parameters are 

defined in  Section 4.5 of the treatability studies work plan. PARCC parameter goals are established 

prior to initiating investigations. They assist in determining if DQOs for measurement data have been 

met.. G d s  set for the PARCC parameters for the CPFM treatability testing are specified in Section 

4.5 of the treatahility studies work plan. 

C.3.3 Field Sampling Program and Sampling Procedures 

Untreatd and treated ground water and unstabilized and stabilized filter cake will be collected 

during the treatahilitj tests, Appendix A descrihes sampling procedures for both media, field 

measurements, and preparation of srahjlized filter cake. 

C.3.4 Analytical Procedure 

The chemicals and elements of interest for the CPFM treatability study are listed in Tables 4- 

1 through 4-4 of Section 4.0 of the treatability studies work plan. Laboratory analysis will adhere to 

EBA CLP analytical methods where applicable. Modified €PA-approved, methods will be used for 

radionuclides. In addition to the laboratory analysis of water and filter cake. measurements of pH, 
flow rate, temperature, and electrical conductivity will also be obtained according to the analytical 

methods described in Section 4.0. 
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C3.5 Equipment Decontamination 

Field sampling equipment will be decontaminated between sample collection in accordance 

with procedures outlined in Section A. 1.3.3 of Appendix A of the treatability studies work plan. 
Decontamination water will be handled according to procedures discussed in Section 6.1 of the 

treatability studies work plan. 

C.3.6 Quality Control Checks 

To promote quality in field sample collection, QC samples will be incorporated into the 

sampling scheme. QC samples and collection frequencies for field samples are discussed in Section 

A,1.4 of Appendix A. 
. .  . 

Analytical laboratory QC procedures provide measures of internal consistency of analytical 

and storage procedures. T h e  analytical laboratory QC requirements are specified in Section 7.1. 

C.3.7 Data Reduction, Validation, and Reporting 

Reduction of laborarory measurements snail be in accordance with the methods specified for 

each analytical method. Analytical data will be compiled into sample data packages by the analytical 

laboratory contractor. A sample data package will be developed for each sample delivery group or 

sample batch, with separate data packages for each type of analysis. The sample data package will 

consist of a cover letter, a case narrative. data summary forms, and data checklists. The reduced data 

MI be used in the data validation process to verify that the lahoratory control and the overall system 

DQos have hten met. 

. 

Data validation activities consist of reviewing and verifying field and laboratory data and 

evaluating these verified data for data quality. The field and laboratory data validation activities are 

&iscussed in Section 4.0 of the treatability studies work plan. 

c-5 RE:047-271,3\cpfm\trudy. wp\appcndix .c\8 -26-Esn 

- 1  



Data management of the treatability test results is discussed in Section 7.0 of the treatability 

studies work plan. Data analysis and Zerpretion of analytical and treatability testing are described in 

Section 8.0. 

C.4 PROCUREMEhT DOCUMEhT COhTROL 

Procurement documents for items and services, including services for performing the 

treatability testing and laboratory analyses will he prepared, handled, and controlled in accordance 

with the requirements and methods specified by EPA as part of  the SITE program. 

C.5 INSTRUCTIONS, PROCEDURES, AND DRAWINGS 

The treatability studies work. plan describes the sampling, treatability testing, sample analyses, 

and data management to be performed. The treatahility studies work plan will be reviewed and 

approved hy the EPA before the field sampling begins. Changes and variances to the approved 

treatability studies work plan will be documented and approved by the EPA. 

C.6 DOCUMENT COhTROL 

The following docurnems will be controlled in accordance with RFP's procedures. 

Trearahilin* 5 tdv  W&k Plan for  thc Superfirnd lnnovative Technology Evaluation 

(S17EI Colloid Polishing Fi1tt.r Mpthod Demonstration at Rocky Flats 

e Qualin Assurancr Addendum to [hi' Trfatability Study Work Plan for the Superfund 
lannvatiw Tuchnolop Evaluation (SIE) Colloid Polishing Filter Method 

Demonstration at RocA? Fiats 

C.7 COhTROL OF PURCHASED ITEMS Ahl) SERVICES 

Contractors selected for the lahoratory analysis of water and filter cake samples will be 

w i r e d  to implement all requirements contained in the treatability studies work plan and this QAA 
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Contractor performance will%e evaluated through inspection and audits as described in Section 7.2.4 

of the treatability studies work plan. 

C.8 IDENTIFICATION AND CONTROL OF ITEMS, SAMPLB, AND DATA 

C.8.1 Sample containers 

Sample volumes. containers, preservation requirements, and holding times for treatability 

study samples to be sent to the laboratory are specified in  Appendix A. Section A.  1.5. 

C.8.2 Sample Identification 

Sample identiticatinn and labeling instructions are specifid i n  Appendix A, Section A. 1 .S. 

C.8.3 Chain of Custody 

Sample chain of custody will he rnaintaind by following directions provided in Appendix A. 

Section A. 1 S . 2 .  

C-9 COhTROL OF PROCESSES 

The CPFM testing process is described in Section 5.0 of the treatability studies work plan. 

# C. 10 INSPECTIONS 

hpections o f  field sampling, treatability testing, and laboratory analytical activities will be 

scheduled and implemented by the PRC QA manager and PRC staff. These inspections will note 

compliance, or noncompliance, with sampling and analytical procedure specifications in the 

treatability studies work plan. 
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C.1 I TEST CONTROLS 

The treatability tests will be controlled according to the individual testing procedures 

described in the task descriptions presented in Section 5.3 of the treatability studies work plan. 

C.12 CONTROL OF MEASURING AND TESTING EQUIPMENT (hl&TE) 

Water measuring and test equipment used for field measurements during sample collection 

will adhere to the equipment requirements specified in Section 6.0 of the treatability studies work 

plan. Calibration and maintenance requirements of field instruments appear in Section 7.1 of the 

treatability studies work plan. 

C.13 HANDLING, STORAGE, AND SHIPPING 

Samples will be packaged, transported, and stored in accordance with the requirements 

specified in Appendix A ,  Section A. 1 S . 2 .  All liquid wastes generated during treatability testing will 

be handled according to the specifications addressed in Section 9.0 of the treatability studies work 

plan. 

C.14 STATUS OF INSPECTION, TEST, AhV OPERATJONS 

PRC will maintain and reporl the status of the process operations to €PA and EG&G. 

C.15 COhTROL OF NONCONFORMANCES 

"ha requirements for the identification. control, evaluation, and disposition of nonconforming 

activities, items, samples, and data will be implemented as specified in Section 7.2.5 of the 

treatability studies work plan. Nonconforrnances shall be processed as outlined in this section. 
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C.16 CORRECTIVE ACTlOh' 

? h e  requiremen& for the identification, documentation, and verification of corrective actions 

for conditions adverse to quality will be implemented as outlined in Section 7.2.5 of the treatability 

studies work plan. Conditions adverse to quality identified hy PRC will he documented according to 

this section. 

C.17 QUALITY ASSURANCE RECORDS 

Field sampling data records will be controlled and considered QA records. Laboratory 

analytical data packages will also be considered Q A  records. Other records associated with this 

activity that will be considered QA records include, but are not necessarily limited to, the following: 

0 Chain-ot-custody records 

0 Rau data results 

e 

0 Aud ~t/surveillance reports 

0 N I n i () n t;, r m a n i e rep () n s 

rn Cw*re:ti\ a i t i m  reporti 

Calculations and data analysis results 

All Q A  record? generated during the planning and implementation of this activity will be 

maintained h~ PRC 

C. I8 QL'ALIJI' ~'ERlF1CATIO.V 

The requirement.r for thr verification of quality will he implement& ac specified in Section 

44 of the treatahilitj studies work plan T h e  PRC Q A  project manager will develop a s u r v e i l l m  

,~chedule as deemed ap;.ropriatr for this treatability stud!. which will include some of the test runs 



c 

described in Section 5.3 of the treatability studies work plan. A surveillance of the laboratory 

analysis will be conducted at the discretion of PRC and EPA. 

C.19 SOFTWARE VERIFICATION 

The use of computer software programming during the conduct of this activity is not 

anticipated. 

C.20 REFERENCES 

U.S. €PA, 1991, Preparation Aid for the Development of Category I1 Quality Assurance Project 
Plans, EPAlb00!8-91/004. Risk Reduction Engineering Laboratory, Ofice of Research and 
Development, Cincinnati. Ohio, U .S, Environmental Protection Agency. 
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